
N63-11518

NASA SP-28

STRUCTURES_o,

SPACEOPERATIONS

NATIONAL AERONAUTICS AND SPACE ADMINISTRATION • Washington, D.C.

December 1962 • Office of Scientific and Technical Information



!



Foreword

The NASA-University Conference on the Science and Technology of

Space Exploration, conducted in Chicago on November 1-3, 1962, was held "to

provide an authoritative and up-to-date review of aeronautical and space
science technology."

The scientific papers delivered at the conference were grouped for presenta-

tion by topics and are, in effect, 1962 state-of-the-art summaries. Accordingly,

NASA has published under separate covers sixteen groups of conference

papers to make them conveniently available to those interested in specific fields.

This series (NASA SP-13 to NASA SP-28) is listed by title and price on
the back cover.

All papers presented at the conference have also been published in a two-

volume Proceedings (NASA SP-11) available from the Superintendent of

Documents for $2.50 and $3.00, respectively. Those papers presented herein

originally appeared on pages 487 to 532 of Volume 2 of NASA SP-11.
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Research,DesignConsiderations,andTechnologicalProblems
ofStructuresforLaunchVehicles

By Harry L. Runyan and Robert W. Leonard
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SUMMARY

Some of the branches of the technology needed in

the reliable and efficient design of launch-vehicle struc-

tures are discussed. Included are shell buckling, stress

analysis, panel flutter, noise, vehicle response to hori-

zontal winds, vibrations, dynamic modeling, and the

study of new configuration concepts as complete sys-

tems. Example_ are shown to indicate the state of the

art and numerous problems, which require solution,

are indicated.
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INTRODUCTION

A launch vehicle is one of the most efficient

structures that has been devised for transporta-

tion. In table 72-I are shown weights of vari-

ous major components of a launch vehicle

compared with those of other means of trans-

portation. As can be seen, the relative weight

TABLE 7"2--I.Relatlve-Weight Breakdown for

Various Forms of Transportation

Propellant Propulsion Payload _'¢!ructure

Launch Vehicle ..... 88 4 6 2

Airplane (3et) ...... 43 7 10 40

Ship ............... 15 10 25 50

Autoanobile ......... 3 22 25 50

Train (75-Car) ..... 1 3 77 19

of the structure of the launch vehicle is exceed-

ingly small compared with other transport

structures. This small relative weight of struc-

ture is required to contain the propellant, sup-

port the engine, and support and protect the

payload in the presence of very severe environ-

ments..The margin of safety is, consequently,

exceedingly small.
The environment which this structure must

resist includes many static and dynamic factors

as illustrated in figure 72-1.

Before engine ignition, but after the gantry
has been removed, ground winds can induce

rather severe loads--both a steady drag load

and a dynamic response in a direction mainly
normal to the wind direction.

At en_ne ignition and launcher release, lon-

gitudinal transients are induced which can be

rather severe and are important, not only from

the standpoint of basic structural strength, but

also with regard to effects on smaller compo-

nents. Also, the engine noise in the presence of

the ground is of high intensity and, for the

larger vehicles, new problems are being un-
covered.

During flight through the transonic to the

maximum-dynamic-pressure flight regime, the
thrust and various steady-state and oscillating

aerodynamic loads become important. These

inputs include high steady-state acceleration,

boundary-layer noise, winds and wind shear,

and static high-pressure peaks around geomet-

ric discontinuities at transonic speeds upon

which are superposed buffeting loads. In this

same flight regime, consideration must be given

to the vehicle control in the presence of high-

velocity horizontal winds such as the jet stream

as well as the stability and the coupling of the

control sensor with the flexibility of the vehicle.

Another stability problem involves flutter,

either of the components such as fins or of a

localized area involving thin panels.

Finally, stresses from internal pressure are

al_ present during the launch period.

The principal load-carrying element of large
launch vehicles is the thin-wallod circular cylin-

der. A question of primary importance, there-

fore, is how to construct cylinder walls most

efficiently for a given launch-vehicle design.

Clearly, the best wall type will depend on the

relative magnitudes of the loads shown in fig-

ure 72-1. Figure 72-2 illustrates this point for

a hypothetical case where the only loads con-

sidereal are two of the primary steady-state

loads---in_rnal pressure and bending moment.

_TRUCTURAL FEEDBACK

--ENGI

>ANELFLUTTER

LONGITUDINALTHRUST --
AND TRANSIENTS

FIGURE 72-1.--Launch-vehicle problem areas.
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BENDING-MOMENT INDEX, PSI

FIGURE 72-2.--Minimum-weight wall construction for
bending of pressurized cylinders.
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The plot in figure 72--2 shows the lightest
form of construction which will carry pressure

and bending loads without cylinder buckling

or material yielding. The forms considered are

filament wound, sandwich, stiffened skin, and

simple isotropic walls. Note that, for high in-

ternal pressures as in solid-propellant launch

vehicles, filament-wound construction is supe-

rior to the other types unless the applied

bending-moment index is also large; then, the

conventional, isotropic shell is lighter. For

lower or zero internal pressures, as in liquid-

propeilant tanks or interstage structures, all

types of wall construction have a range of effi-

cient application, depending on the magnitude

of the moment index.

Information of the type shown in figure 72-2

could obviously be very helpful in guiding the

design of launch-vehicle structures. However,

in deriving this figure, a very simple idealized

structure has been assumed--a cylinder unob-

st ructed by ends, cutouts, or other irregularities,

and obeying simplified laws of behavior.

Hence, the given boundaries must be modified

or augmented for practical application. Fur-

ther, other configurations and the many other

static and dynamic loads must be taken into

account. Thus, reliable and efficient design

of launch-vehicle structures requires a wide

knowledge of structural response to load plus

an accurate knowledge of launch loads. This

paper will touch briefly on some of these areas

of necessary knowledge, their current state of

development, and problems the solutions of
which would contribute to their advancement.

SYMBOLS

EI,_, EI_l bending stiffeners for scalloped and cylin-

drical tanks, respectively

K stress-concentration factor

L length
R tank radius

r scallop radius
T filament tension

T_Ax maximum filament tension

t thickness

SHELL BUCKLING

A prime requirement in launch-vehicle design
is a shell-buckling criterion. Yet the designler's

ability to predict buckling strengths of cylinders

r_u_ 6_m_

FREE ENDS
(CLASSICAL THEORY)

RESTRAINED ENDS

FIGUIiI_ 72_3.--Prebuckling state of axially compressed
cylinders.

in axial compression or bending--loads of

principal importance to launch vehicles--has

been inadequate; there have continued to be

large discrepancies between theory and experi-

ment in spite of years of research effort. (See,

for example, ref. 1.) Only very recently has

there been uncovered what may be the chief

cause of these discrepancies in the axial-com-

pression case (ref. 2) ; this is illustrated in figure
72-3.

Consider for a moment, the illustration at the

left in figure 72-3. In the classical linear theory

s_nd all other past theories, the cylinder is as-

sumed to remain perfectly cylindrical with on]y
uniform membrane stresses prior to buckling.

Since an axially compressed cylinder tends to

expand laterally, this assumption implies that,

before buckling, the ends are free. But this

condition is rarely found in practice; instead,

the ends are restricted from lateral expansion

by rings, bulkheads, or perhaps by the platens

of a testing machine. This restraint induces
prebuckling conditions that are widely different

from those assumed in the classical theory; as

illustrated at the right in figure 72-3 an axi-

symmetric, nonuniform deformation arises, ac-

companied by nonuniform stresses including

bending stresses.

The importance of this nonuniform prebuckl-

ing state is illustrated by the example in figure
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AXIAL
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0

o .... CLASSICAL THEORY

STEIN THEO_

TEST (7075 AL_

(R/I =685. LIR =0.5}

0 INTERNAL PRESSURE

FIGURE 72--4. Buckling of pressurized cylinders in
axial compression.

72--4. In this figure are plotted combinations of

axial load and internal pressure corresponding

to buckling of a typical isotropic cylinder. The

dashed line at the top is the prediction of classi-

cal theory whereas the solid curve is the predic-

tion of a theory termed here the"Stein theory"
after its author--which takes account of the

prebuckling state induced by simply supported

ends. (See ref. _.) The circles and squares

represent test data from reference 3, which were
obtained on two large cylinders of 7075 alumi-

num alloy.

Note that, at zero pressure, the Stein theory

predicts buckling at approximately one-half of
the load predicted by classical theory. This

reduction is typical and corresponds roughly to

the difference between classical theory and ex-

periment. Although it differs in detail, the

variation with pressure is also in general agree-

ment with experiment.

The Stein approach to cylinder-buckling

analysis begins with nonlinear cylinder equa-

tions and is, thus. quite complex. Nevertheless,

additional calculations of this kind, extended to

a wider range of parameters and to different

boundary conditions, loading conditions, and

configurations, would be well worthwhile.

While there is an evident need to improve

the designer's ability to handle shell buckling

problems of long standing, at the same time a

variety of new problems important for launch-

vehicles_ruclures must be considered. Two ex-

amples are shown in figure 79 5.

FILAMENT- WOUND SHALLOW
CYLINDERS BULKHEADS

Fi(_vaE 72-5.--New shell buckling problems of launch-
vehicle structures.

Shown on the left in figure 7'2--5 is a filament-

wound cylinder buckled by axial compression.

This problem arises in upper stage motor cases

before they are pressurized by ignition of their

solid propellant. Surprisingly, almost no in-

formation on this problem seems to have been

published. The cylinder shown is a test speci-

men from a current program of experiment and

analysis. It consists of glass filaments in an

epoxy matrix- and is typical of construction in

an upper stage motor case of the Scout launch

vehicle. Preliminary results from this program

are available (ref. 4), but much additional work

is needed. For example, the calculation of wall

stiffness properties from the properties of elas-

tic fibers and an elastic-plastic matrix needs

further study.

Another new and unique buckling problem

involves the end bulkheads of fuel tanks. To

minimize the length of interstage sections of

launch vehicles, it is often desirable to utilize

torispherical, Cassinian, or other shallow bulk-

head shapes. In many practical cases, such

bulkheads are put in a state of circumferential

compression near their outer edges by internal

pressurization. Thus, intenml pressure can

cause buckling of the bulkhead as shown by the

photograph at the right in figure 79-5. As in

axial compression of cylinders, the analysis of

this buckling problem is complicated by the

need for careful consideration of the prebuck-

ling state. The torispherical bulkhead has been

treated comprehensively in reference 5, but

many shapes remain to be investigated.



PROBLEMS OF STRUCTURES FOR LAUNCH VEHICLES

STRESS ANALYSIS

The designer of launch vehicles cannot con-

fine his attention to the primary steady loads

and their gross effects. Many localized phe-
nomena must also be taken into account. Ex-

amples are local variations in stress near

openings, near tank end closures, and in the

vicinity of concentrated forces. Most past theo-

retical research on such problems has been con-

fined to linear analyses with lateral deflections

of the shell wall assumed to be small compared

with the shell thickness. Unfortunately,

launch-vehicle shell structures are often very

thin and the loads very large so that many of

these problems need to be reconsidered on the

basis of nonlinear, large-deflection shell theory.

Furthermore, there are problems of this type

which have only been touched. Consider, for

example, stresses in filament-wound structures.

There is the problem of optimum design of
motor-case end closures--the calculation of the

proper shape and filament orientation to achieve

uniform filament stress. (See, for example, ref.

6.) This problem has been explored for sym-

metrical shapes with central openings, but work

is needed, for example, on optimum design of

unsymmetrical end closures with multiple open-

ings. There is also the problem of stress con-

centrations caused by broken _aments; this

problem is illustrated in figure 72-6.

Figure 72-6 contains results of a basic study

of a single flat layer of filaments embedded in a
matrix. This filament sheet is assumed to have

one or more broken fibers and to be loaded so

that, far from the break, the tension on each fila-

ment is T. The maximum tension occurs adja-
cent to the break in the first unbroken fiber.

Thus, the stress-concentration factor K is the

ratio of T_4z to T. This factor is plotted in fig-

ure 72--6 against the number of broken fibers up
to a total of 6. The solid curve has been drawn

through values obtained theoretically by assum-

ing the sheet to be infinite, the materials elastic,

and the matrix capable of transmitting only

shear. (See ref. 7.)

To evaluate this theory, a brief series of tests

has recently been run by George W. Zender and

Jerry W. Deaton of the Langley Research Cen-

ter on strips of dacron filaments in a foam rub-

ber and Mylar matrix. Stress-concentration

3

= TT _

\TMAx
K

B . • -

I o

I I I

0 I 2 3
NUMBER OF BROKEN

THEORY

EXPERIME_BIT

1 I ..... _,1

4 5 6
FILAMENTS

FmITRE 72_.--Stress concentration in a filament sheet.

factors for the test strips were taken as the ratio

of the fiber ultimate stren_hs with all fibers

intact to the fiber strengths with one or more
fibers broken. Two tests were run at each con-

dition with the results shown by the circles in

figure 72-6. The agreement with theory is

good; one implication is that elastic stress con-

centrations must be seriously considered in de-

sign of filamentary structures with no careless

reliance on plasticity to alleviate the effects.

This investigation represents a good begin-

ning, but further studies are obviously needed if

the consequences of broken fibers in a filament-
wound motor case are to be fully understood.

Such factors as multiple layers at different

orientations and inelasticity of the matrix have

not yet been studied. These complications pose

a formidable challenge to the analyst.

PANEL FLUTTER

The local phenomena which influence launch-

vehicle design may also include certain dynamic

effects. For example, calculations indicate that

panel flutter may be a matter of concern, but the
issue is somewhat in doubt because experiments

on cylinders and curved panels have so far failed

to confirm theory. (See, for example, ref. 8.)

On the other hand, a practical type of interstage

structure, already in use in some of today's large

launch vehicles, is the stiffened cylinder with

thin skin designed to buckle early in flight. The

672073 0-63--2 5
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18C

16(

FIc, vaE 72-7.--Launch-vehicle interstage structure.

skin panels of such interstage structures might

well be especially susceptible to flutter. This

possibility is currently being explored by tests

on the structure shown in figure 7'2-7.

The photograph shows a quarter segment of a
full-scale launch-vehicle interstage structure in-

stalled in the Langley 9- by 6-foot thermal
structures tunnel. The structure is a stiffened

cylindrical shell with rin_ on the inside and

stringers on the outside. While data from these

tests are not yet available, flutter has been ob-

served in preliminary runs with the panels in a

buckled condition. Thus it appears that more

work is warranted on panel flutter, especially of

buckled flat and curved panels.

NOISE

It is appropriate'at this point to direct atten-

tion to another local dynamic problem--the ef-

fect of noise. The two maior sources of noise

are the propulsion system, particularly at lift-

off, and aerodynamic noise during flight due to

boundary-layer buildup and flow around corners

and blunt objects. (See ref. 9.) The spectra of

aerodynamic noise peak at a relatively high fre-

quency and are important with regard to local

panels and small-equipment response. This

topic is important to reentry vehicles as well as

launch vehicles and is discussed in more detail

in reference 10. The present paper will concen-

trate on new problems which are connoted with

the increasing size of launch vehicles.

Noise is important at. the time of launch, par-

ticularly for the larger vehicles now in the

NOISE LEVEL, 140
DB

12Ot kSATURN

lOOt

O [ 1 1 i2 ++-_-.-.1
.01 .I I IO tOO

DISTANCE, MILES

FIGt'as 72-8.--Launch noise levels.

planning stages for manned space exploration.

Because of the high thrust ratings, very intense

noise fields will be generated and will extend

to large distances from the launch complex.

There are two major implications: the first is

the impingement, of this noise field on the vehi-
cle itself and on launch vehicles installed in

adjacent launch towers for later flight; and the

second is the effect on the surrounding buildings

and community. In figure 7'2--8, noise levels

are plotted as a function of distance from the

launch site for the Atlas, Saturn, and Nova

classes of vehicles (ref. 11). Also shown is a

horizontal line corresponding to noise levels at

which damage has occurred. The position of

this line is the subject of research and more
work will have to be done to establish its loca-

tion for various types of structures. It can be

seen from figure 79-8 that damagj'ng noise levels

may extend outward as much as a mile from

a Nova launch site; incidentally, it is this
consideration that has determined to a large

extent the amount of additional property

purchased adjacent to launch sites in the Cape
Canaveral area.

Another "significant feature of the launch-

vehicle noise problem is its frequency spectra;
these are a function of the size of the vehicle

as illustrated in figure 70-9. The noise gener-

ated has a continuous spectmlm with a single

broad peak as indicated in the sketch at the

upper right. The frequency at which the spec-

trum peaks is plotted on the vertical scale

against launch-vehicle thrust on the horizontal

6
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F[(;urE 72-9.--Launch-vehicle noise spectra.

scale. It can be seen that the vehicles having

higher thrust have noise spectra which peak at

low frequencies and, in fact, much of the noise

may be in the subaudible frequency range as

indicated by the cross-hatched area. These low

frequencies--of the order of 10 cps--are in the

range of the response frequencies of launch-

vehicle structures as well as many building

structures. For this reason, a large, low-

frequency-noise test facility is being constructed

at the Langley Research Center to extend the

knowledge of this area.

WIND VELOCITY AND VEHICLE RESPONSE

The preceding sections of the present paper
have been concerned with phenomena that af-

fect launch-vehicle components. Attention will

now be directed to some inputs and responses

which involve the complete vehicle.

The horizontal wind through which tile verti-

cally rising vehicle must fly constitutes one of

the largest sources of loads that the structure
must resist. This is because maximum wind

velocities and flight maximum dynamic pres-

sure occur at very nearly the same altitude.

Thus, the product of the dynamic pressure and

the increase(] angle of attack resulting from

these high winds induces very large bending
moments on the vehicle.

For the most part, launch vehicles have been

designed on the basis of the so-called "syn-

thetic wind profile." This is a wind-velocity

profile that has been generated from weather-

balloon soundings and which represents the

most severe wind and shear conditions to be ex-

pected in some given large percentage of cases,

such as 99 percent.

ALTITUDE,FT

5O

4O

3O

2O

I0

0 I

-I00 0 I00 200

VEL,, FPS

Fiouem 72-10.--Synthetic wind profiles.

1

30O

An illustration of the multiplicity of some of

these design profiles is shown in fignre 7o--10
where wind speed is plotted as the abscissa and

the altitude is plotted as the ordinate. Note

the large variations between these various de-

sign profiles. The control and load response
of a vehicle is determined by "flying" the simu-

lated vehicle on a computer through these de-

sign winds. Some designers also fly the simu-
lated vehicle through a one-minus-cosine gust

and add this loading to that determined by fly-

ing through the synthetic profile. Neglected in
this process is the real finer grained wind-

velocity structure to which the vehicle could dy-

namically respond.
In an attempt to fill tim gap in knowledge of

the fine-grain wind structure, a smoke-rocket

technique has been developed. (See ref. 12.)

This procedure is based on the near-vertical

launching of a small rocket which has as its

payload a smoke-producing agent. Photo-

graphs of the trail are taken every few seconds
from 2 or 3 locations, usually about 10 miles

from the launch site. The velocity may then
be determined from the measurements of space

variation of the trail witl, time. Two com-

ponents of a typical profile, as determined from

a trail, are shown in figure 72-11. Note in par-

ticular the fine-grain structure of the velocity

distribution. Measurements are now being

made at both the NASA Wallops Station

7
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FrovPm 72-11.--Smoke-trail wind velocities.

humching site and at the Atlantic Missile

Range, where about 100 smoke-trail firings are

planned. In addition, recent advances in the

balloon technique will provide additional statis-
tical information.

The question arises: ttow does the designer

use this new data ? One procedure would be to

fly the vehicle on a computer through each of

the measured winds, from which motion and

load response would be obtained. Thus, the

probability of exceeding a certain level of a re-

sponse such as bending moment could be ob-

tained. This procedure would require a large
amount of computer time and other approaches

should be sought. The most obvious technique

would be the use of random-process theory.

Aircraft dynamic response is being success-

fully treated as essentially a stationary random

process. Launch-vehicle flight, on the other

hand, is definitely a nonstationary process since

such factors as vehicle mass, atmospheric den-

sity, and Mach number are rapidly changing.

Thus, while the detailed wind velocities now

being measured by the smoke-trail method will

provide the basic input data, the numerical la-

bor will be very great in utilizing these data

with the present limited knowledge of nonsta-

tionary random processes. Attempts should be

made to review the present techniques with a

view toward reducing the numerical labor and

providing a practical design tool.

VIBRATIONS AND DYNAMIC MODELING

Before dynamic loads and responses can be

predicted, or the Control system designed, the

FT

FmuR_ 72-12.--Saturn vibration-test vehicles.

lateral vibration modes and frequencies of a

complete launch vehicle must be known. Some

of the newer configurations are quite unconven-
tional and exhibit unusual vibration characteris-

tics which are extremely difficult to predict ana-

lytically. The difficulties of determining these

vibration characteristics experimentally, on

full-scale hardware in simulated flight_ are ob-
vious when vehicles the size of Saturn are con-

sidered. These considerations have led to the

concept of replica modeling as a tool for launch-

vehicle design.

The Langley Research Center has designed,

constructed, and tested a %-scale replica model
of the Saturn SA-1 launch vehicle in an attempt

to develop a technology for launch-vehicle dy-

namic models as well as to investigate the vibra-

tion characteristics of clustered configurations.

(See ref. 13.) The 1/_-scale model is shown on

the left in figure 72-12. A full-scale Saturn

(SAD-1)_ suspended in a test tower to simu-

late free-free boundary conditions, is shown on

the right. The model is 39 feet tall and weighs

7,500 pounds_ compared to 160 feet and almost

1,000,000 pounds for the full-scale vehicle. The

model was designed by using replica scaling

techniques which required that joints, cutouts,

fittings, and so forth--with stiffnesses that
could not he accurately predicted--he dupli-

cated by dimensional scaling.

An example of the vibration-test results and

a comparison with full-scale results are shown

in figure 72-13. Results shown are for the first

free-free bending mode, at a weight condition
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FIGVRE 72-13.--First vibration mode at maximum

dynamic pressure.

corresponding to the maximum-dynamic-pres-

sure point in the launch trajectory. A scaled

frequency of 2.80 cps was measured on the

model, compared with '2.83 cps on the full-scale
vehicle. The mode shapes measured on the

model and on the full-scale vehicle agree very

well as indicated by the circles and squares

plotted in the figure. The flagged circles in the

area of the first stage represent points measured

along an outer tank in the cluster and indicate
that these outer tanks follow the center-line
motion. This tank motion is further illustrated

by the cross-sectional sketch of the first stage,
where the arrows indicate the motion of the

various tanks within the cluster. All the tanks

are seen to move together, with a resulting mode

shape very similar to a beam bending mode.

A more complicated vibratory response is il-

lustrated in figure 7'2-14. This is the mode

shape at the second resonant frequency of the

vehicle. The model frequency was 5.'20 cps com-

A
L

ff
£/

- L_---0- .I.o
RELATIVE DEFLECTION

I/5-SCALE FULL SCALE
MODEL (SAD-I) _

FREQUENCY, 5.20 5.68
CPS

3ENTER LINE _= o o
3UTER TANK o" ff

I DIRECTION OF MOTION

@ Q

ISHAKER

SECTION A-A

FI(_URE 72-14.--Second vibration mode at maximum
dynamic pressure.

9

FOR LAUNCH VEHICLES

pared with 5.68 cps for the full-scale vehicle--

less than a 10-percent variation. Again, cir-

cles represent model data, squares represent

full-scale data, and flagged symbols indicate
deflections measured on an outer tank. Note

the different behavior of the outer and inner

tanks within the cluster. This is shown better

by the arrows on the first-stage cross section at

the right. The center tank is seen to deflect in
one direction while the outer tanks tend to move

tangentially, but predominantly opposite to the
motion of the center tank. This unconventional

mode, which results from the clustered-tank

construction of the first stage, has been termed
a "cluster" mode. Notice that, when circles and

squares are compared, model behavior is essen-

tially the same as that of the full-scale vehicle.

The results in figures 7:2-13 and 7"2-14 indi-

c_te that dynamic models can be used to deter-
mine the vibration characteristics of complex

launch vehicles. The unusual vibration char-

acteristics of a particular clustered-booster ar-

rangement are also illustrated. As new con-

figurations evolve, it is anticipated that dynamic

modeling techniques may be used to great ad-

vantage to study their dynamic structural

properties.

CONCEPTS AND SYSTEM

This final topic will require an expanded

viewpoint including more elements of the

vehicle system--sl)ecifically, fuel slosh, control

frequency, and their relationship to the lateral
vibration modes. Attention will be focused on

a promising new confi_lration--the scallol)ed

tank--and the change in frex]uency spectrum

from a cylindrical-tank vehicle to this new con-

figuration will l)e indicated. A cross section of
the scalloped tank is shown in figure 7"2-15; it

consists essentially of a series of sectors of

circles tied together by radial webs.

The primary and overriding reason for con-

sidering this eonfigm'ation is the problem of

fuel slosh. Since about 90 percent of the weight

of a launch vehicle may be liquid, the stabiliza-

tion of this large mass in cylindrical tanks by

conventional means--for instunce, by annular

baffles connected to the outer walls of the

cylindrical tank--imposes a rather severe

weight penalty. Therefore, attempts should be



STRUCTURES

STRUCTURAL

WEIGHT, LB

400

3OO

2OO

)RICAL

I0 0
!

L ....... --

0 40 80 120 160xlO 3

TANK VOLUME, CU FT

FI_,URE 72-15.--Comparison of scallol)e(l- and cylin-

dricaI4ank weights.

made to utilize this baffle material so that it will

provide structural s{renglh as well as reduce

the fuel slosh effects. The _alloped-tank eon-

cept provides baffling by means of the radial
webs which act. also as structural tension mem-

bers. On a two-dimensional basis (neglecting

end effects and cylindrical-tank baffling), the

weight of a cylindrical tank and a scalloped
tank is the same if the same volume is enclo_d

and if the same internal pressure and material
sh'e_ level is maintained in both tanks. A more

realistic estimate of the weight of the two con-

figurations (from ref. 14) is shown in figmre
72-15 in which the tank ends have been ac-

counted for as well as the required baffling in

the cylindrical tanks. The cylindrieal tank

weighs about 0_5percent more than the scalloped

tank at smaller tank volmnes and about 33 per-

cent more for the larffest volume considered.

Important aspects of the scalloped tank from

the fuel-slosh viewpoint are the reduction of

the effective fuel mass and, particularly, the

elimination of any possibility of a swirling or

rotaw motion of the fluid which can be a dan-

gerous and insidious fuel motion.

These advantages are, of course, not without
certain penalties. First, fabrication of the tank

becomes a mueh greater problem, that is, the

complexity may increase the cost of maml-

faeture. Also, the bending stiffness of the

scalloped tank is decreased relative to that of

the cylindrical tank as shown in fi_lre 7_-16

for several scalloped arrangements, including

4-, 6-, 8-, and 12-segmented tanks. The stiffness

relative to that of a cylinder is plotted against

the ratio of the scallop radius to the tank

LO

.8

EI sc .6

E-I_Tcyt.4

o

4

I I t "-=zl

.2 4 .6 .8 1.0
r/R

4 CELLS

FmtraE 72-16.--Ratio of scalloped- to cylindrical-tank
stiffness.

radius. As the number of segments increases_
the stiffness is reduced. This redu('tion in stiff-

ness results in a reduction in the frequency of

the lateral modes :m(t has an impact on both

control-system design and the dynamic respon_

due to gusts.

At the left of figure 72-17 is shown the varia-

tion in frequency of several important factors

for a cylindrical tank plotted against flight

time--for example, pilch (this compares with

the more familiar airphme short-period fre-
quene:0, fuel slosh, and firsl bending" for a

typic:,l large launch vehicle. Baffling is re-
quired for stabilization in this ease where the

slosh and pitch frequency are very close.

N'ow, consider what happens to these fre-
quencies for an 8-se_mnented scalloped tank.

The results for this hypothetical eonfie,mlration
.-) ,-,appear as shown on the right of figure 7e-lc.

Note t h,tt the frequency curve for fuel slosh

has been raised considerably (see ref. 15) and

from a rigid-body control standpoint results in

a more desirable situation, since the fuel-slosh

CYLINDRICAL TANK SCALLOPED TANK

1.5_ ..... _: _FIRST BENDING

i ob'_':

SLOSH"CPS SLOSH_ F- FUEL

0 50 I00 150 0 50 100 150

TIME, SEC TIME, SEC

Fu;uaF, 72-17.--Variation of frequency with flight
time.
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frequency is beginning to uncouple from the
pitch frequency. At the same time the reduced
stiffness h_ resulted in a reduced first bending

frequency as indicated by the lowering of the
frequency curve on tlle right side and thus in-
troduces the possibility of a coupling between
fuel slosh and the lateral vibration mode; this
constitutes an area requiring researoh.

This exercise OU the scalloped configuration
has been made to indicate the type of thinking

that must be pursued in investigating any par-
ticular configuration; that is, the complete
system must be examined and the coupling of
apparently unrelated elements must be sought
out and evahlated.

CONCLUDING 'REMARKS

In this paper some of the branches of the
technology needed in reliable and efficient de-

sign of launch-vehicle structures have been con-
sidered. Examples have been given to indi-
cate the current state of the art and various

problems for which solutions are needed have

FOR LAUNCH VEHICLES

been mentioned; for the most part work more

of an analytical than of an experimental nature
has been indicated.

Among the problems considered were shell
buckling and areas where analyses are needed
of new shell configurations which have become

important in launch-vehicle desig_. New and
important problems of stress analysis--for ex-
ample, stress concentrations in filamentary
structures--have been pointed out, and the need
for further studies of flutter of curved panels--
especially in a buckled state--has been indi:
cared. For the noise problem, work is needed

involving the response of structures to the pre-
dominantly low-frequency noise of the largest
launch vehicles and, for the determination of
vehicle response to winds, a principal need is

the development of a practical procedure for

application of nonstationary random-process

theory. Vibration analysis of clustered struc-

tures is needed, and finally, so is the conception

and study of new configurations mr applica-

tion to the next generation of launch vehicles.
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SUMMARY

Research, design considerations, and technological
problems of structures for winged aerospace vehicles
are discussed and areas in need of further research
are explored. The presentation Includes structural
approaches required to cope with the high nonuniform
temperatures and the influence of such factors as
flutter, acoustic fatigue, and materials selection on
the structural design.

INTRODUCTION

Considerable interest is being displayed at the

present, time in winged aerospace vehicles.

These vehicles possess various desirable oper-

ating characteristics such as high lift-drag ra-
tio, maneuverability, and horizontal landing

capability. In this paper structural concepts

appropri'_te for winged aerospace vehicles will

be discussed. The presentation will include

stru('tural al)proaches required to cope with the

high nonuniform temperatures and the influ-

ence of several factors, such as flutter, fatigue_

6720730-63--3

and materials selection, on structural design

will be indicated.

DESIGN BASIS

Winged Aerospace Vehicle Configurations

Three types of winged aerospace vehicles that
will l)e considered are shown in figure 73-1. A

research airplane characterized by the X-15

(ref. 1) is shown at the upper left, a reentry

glider representative of the X-20 Dyna-Soar

(ref. 2) is shown in the upper right, and a large

hypersonic airplane (ref. 3) that may be cap-

able of sustained flight at hypersonic speeds or

may have orbital capability is shown in the
lower view. The structural approaches for

these vehicles have many common features.

All experience moderate to severe aerodynamic

heating and utilize radiation-cooled structural

designs. All structures are essentially metallic
and are intended for reuse with minimum re-

fu rbishment.

13
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Flat"_E 73-].--Winged aerospace vehicles.

The operational characteristics of these ve-

hicles are significantly different. The research

airplane is carried aloft by another airplane and

launched at altitude. The reentry glider may

be launched with a g'round-based booster. The

hypersonic airplane carries its own fuel and

possesses conventional horizontal take-off capa-
bilities.

Flight Corridors for Winged Aerospace Vehicles

Before a discussion of structural problems is

undertaken, a brief look will be taken at the

flight corridors for these vehicles. Figure 73-2

indicates the flight corridors in terms of altitude

and velocity. The shaded area indicates the

region that can be explored by the X-15 re-

search airplane. (See ref. 4.) The glider is

launched along an exit trajectory as shown and

returns within the indicated reentry corridor.

The lower limits of the reentry corridor are de-

fined partly by temperature and dynamic pres-

sure. The 4000 ° F temperature line defines a

radiation equilibrium temperature for a i-foot-

diameter nose with an emissivity of 0.8. Note

that the reentry glider does not experience

severe heating during exit because the exit cor-

ridor does not appear close to the indicated

temperature line. It is significant to note that
the exit corridor is near the curve for 2_000

pounds per square foot dynamic pressure.

This fact suggests the possibility that flutter

may be a problem during exit. The highest

structural temperatures occur at the point of

tangency between the flight corridor and the

temperature curve.
No specific flight corridor is indicated for

the hypersonic airplane. It is expected that

the hypersonic airplane will operate along a

dynamic pressure curve and along a tempera-
tm'e line. If the vehicle possesses orbital capa-

bility, reentry with a hypersonic airplane would

be made in approximately the same corridor as

that for the glider.

Structural Temperatures

The most pressing structural problems aris-

ing from operations in the indicated flight cor-
ridors come about because of the serious aero-

dynamic heating. The magnitudes of the

temperatures that can result are shown in fig-

ure 73-3. A reentry glider is shown with

surface-radiation equilibrium temperatures in-
dicated for several areas of the vehicle. The

nose temperature may approach 4000 ° F, the

leading edges 3000 ° F, the underside 9500 ° F,
and the leeward side 1000 ° F to 1500 ° F. The

high structural temperatures that may be

achieved by aerospace vehicles produce signifi-

ALT.
400

300

2O0

I00

FT GLIDER

.x I03

_ RESEARCH _EXIT

NTRY

_ _-TEMP. = 4,000°F

_,Z_-DYNAM_ PRESSURE =,2,000 PSF ,

I0 20 30 x I03

VEL., FPS

FIGVRE 73--2. Flight corridors for winged aerospace
vehicles.

_-I,000 TO 1,500

/--3,ooo
_3,000 _ / TEMP.,°F

f- 4,000

2,soo

2,200

Fmv]_F, 73--3.--Surfae_ radiation equilibrium tempera-
tures for a reentry glider.
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cant design problems. Of equal significance

is the fact that highly nonuniform temperatures
occur that produce severe structural deforma-

tions and introduce thermal stresses. Temper-
ature differences of over 1000 ° F are indicated

between the lower and upper areas of the body.

Because of such large temperature differences,
new design approaches and special construction

concepts are required. This paper is primarily

devoted to design concepts required for struc-

tures subjected to severe nonuniform tempera-
tures.

DESIGN CONCEPTS

Design Concepts for Primary Structure

As may be expected, no single structural con-

cept is applicable for the various types of

winged aerospace vehicles of concern here.

Figure 73-4 indicates two general approaches

on which the structural design may be based.
(See ref. 5.) Shown at the left is the hot-struc-

ture concept in which the structure operates

near the equilibrium temperature and supports

applied loads adequately. The other concept

labeled "protected structure" consists of a ther-

mal protection system that maintains low struc-

tural temperatures so that the imposed loads

are carried by a relatively cold primary struc-
ture. The hot structure avoids the difficult de-

sign problems associated with the thermal

protection system on the protected structure;

however, other significant difficulties including
materials and thermoelastic problems are intro-

duced. The primary load-carrying structure

associated with the protected-structure concept

can be designed largely on the basis of existing

technology associated with structures for cur-
rent aircraft. For this reason no further atten-

'- - :' HOT STRUCTURE ............

STRUCTURE -

¢.i! _ rl !r.. LU/7

_ PRIMARY STRUCTURI_

F17GURI_ 73_.--Structural concepts for wlnged aero-
space vehicles.

INSULATED STRUCTURE (I,800 °F)
INSULATION

STRUCTURE
!NIC INSULATION

(-420 °F)

MULTIWALL STRUCTURE

1,800 °F---..

STRU(

-420 °F-

FXG_E 73-5.--Structural concepts for hypersonic air-
plane. Cryogenic fuel tank area.

tion to the cold primary structure desig]l is

given. Further considerations of thermal-pro-

tection systems with emphasis on heat-shle]d de-

sign will be presented subsequently.

The advantages and limitatious of these two

approaches have been the subject of numerous

studies. (See ref. 6.) No clear choice exists

between tim two design concepts. The resulting

designs are generally competitive weightwise

and both concepts appear to be feasible.

Structural Concepts for Cryogenic Fueled
Vehicles

Because vehicles that utilize cryogenic fuels

pose unusual structural requirements, special

considerations will be given here to possible

design concepts. Two such concepts are indi-

cated in figure 73-5. An insulated type of struc-

tural concept indicated in the left-hand view

consists of a heat shield that may be a super-

alloy for temperatures up to 1800 ° F and re-

fractory metal for higher temperatures, fibrous

high-temperature insulation, primary structure,
cryogenic insulation, and, lastly, the tank con-

taining cryogenic fuel which is assumed in this

case to be liquid hydrogen. The temperature

of the primary structure is dependent in part
on the relative thicknesses of the cryogenic

and fibrous insulation utilized. A low primary-

structure temperature appears desirable to take

advantage of favorable material properties and

to minimize thermal-expansion problems. This

type of construction requires essentially three

leak-tight shells including the internal hydro-

gen tank, the primary structure to preclude
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liquification of air that enters tile cryogenic in-

sulation area, and lastly, the heat shield to pre-

vent trapping and freezing of moisture within
the fibrous insulation area.

In the right-hand view a multiwall desi_l

approach is indicated. This design_ is unique

because the thermal-protection and load-carry-

ing functions are combined into one integral

component. The_ desi_ consists of alternate

layers of fiat and dimpled sheets joined together

by welding. The insulating effect is produced

by the mnltiple-]ayer reflective sheets. This

structural concept possesses several advantages

over other approaches including effective utili-
zation of different sheet materials to give opti-

mum strength-weight ratios, possible improve-

meat in structural reliability through integra-
tion of the thermal-protection and load-carry-

ing functions, improved resistance to dynamic

pressures, and good protection against meteor-
old penetration.

The full potential of the multiwall concept

has not been established. It is anticipated that

thermal stresses associated with the large tem-

perature differences through the wall thickness

may be a major problem. Development of ap-

propri'lte methods of analysis are required, as

well qs experimental investigations to verify.

the analytical methods.

Leading-Edge Approaches

Various types of designs that are representa-

tire of thermal-protection systems for leading

edges of winged aerospace vehicles are indi-

cated in figure 73-6. The nomnelting heat sink

where some of the stagnation-region heat load

is transferred rearward and then radiated rep-

resents one of the important leading-edge con-

cepts. Its characteristics are readily amenable

to analysis (ref. 5) and this approach has re-

ceived extensive theoretical study. The lead-

ing edge of the X-15 research airplane is based

on this approach. In the radiation approach,

both metallic and ceramic desiNas are indicated.

Recent advances in botti coated refractory met-
als and in oxide ceramics indicate that the

radiation approach to leading edges is feasible.

The leading edge of the X-'20 Dyna-Soar is

based on the metallic radiation approach.

The internal cooling approach and the tran-

HEAT SINK AND METAL CERAMIC
CONDUCTION

RADIATION

INTERNAL COOLING TRANSRRATION ABLATION
COOLING

FI_IVRE 73-6.--Leading-edge approaches for winged
aerospace vehicles.

._piration and film cooling approach may be ex-

pected to find application in some flight ve-

hicles in which the shape of the edge nmst be

accurately maintained during flight to achieve

desired vehicle performance. Both of these

concepts appear vel_" promising; however, nei-

ther concept is in an advanced stage of de-

velopment. Further efforts will be required to

permit their utilization in flight vehicles. The

al)lation approach is of considerable interest

and may also be utilized. The change in shape
that accompanies the ablation process however

may lead to undesirable vehicle performance in

some cases. All of these leading-edge ap-
proaches appear to be feasible and are of cur-

rent interest. No attempt will be made to com-

pare these various concepts on a weight basis.

In many cases, factors such as reusability, sim-

plicity, and reliability will have important
bearing on the type of approach utilized.

Application of Construction Concepts for

Nonuniformly Heated Structures

Numerous construction concepts have been

proposed to cope with severe nonuniform tem-

peratures. These include corrugations, beads,

and expansion joints. All of these approaches

have been incorporated in a large structural

model representative of a forward portion of a

reentry glider. The model was fabricated at

the Langley Research Center and was subjected

to an extensive experimental investigation.

(See ref. 7.) Figures 73-7 and 73-8 show the
interior and exterior details of the model.

Figure 73-7 shows the inten_al structure of

a model 1'2_ feet long. The structure consists
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of an approximately orthogonal arrangement of

longitudinal beams and transverse frames.
The loads from the exterior skin panels are
transmitted to the transverse frames and the

frames in t un_ transmit the loads to the two

longitudinal beams. Corrugated shear webs

are used in both transverse frames and longi-

tudinal beams to resist shear loads and to per-

mit differential thermal expansion between the

top and bottom spar caps. Two different types

of corrugations are utilized as shown. A con-

ventional 60 ° corrugation was selected for the

longitudinal beams and a special corrugation

that permitted large flexibility at right angles
to the transverse frames was selected for the

transverse frames.

An external view of the model showing the

skin panels attached is presented in figure 73-8.
The skin panels are attached to the outside

flanges of the transverse frames. Expansion

joints can be seen extending around the model

at approximately 9-foot intervals. These ex-

pansion joints as indicated consist of an omega-

shaped metal strip that permits differential ex-

pansion between adjacent panels and also

provides a tie between the panels so that their
shear stiffness can be utilized to provide tor-

sional stiffness for the model.

The skin panels as shown consist of two thin

sheets seam-welded together. The external

sheet is beaded lightly to stiffen it against local

buckling and to preset a pattern for uniform

deformation when thermal expansion is re-

strained across the corrugations. The inner

sheet consists of 1/_-inch flat 60 ° corrugations.

This model has been subjected to numerous

FI(_('RE 73-8.--Exterior view of structural model.

loading and heating tests with test tempera-
tures ranging up to 1600 ° F. No significant

structural damage was observed. It thus ap-
pears that the various structural concepts util-

ized in the model are practical for coping with

both loads and high nonuniform temperatures.

Insulating Heat-Shield Concept

If the anticipated temperatures for the skin

panels exceed the desired use temperatures, a

possible method for coping with the high ex-

ternal temperatures is to provide a nonload-

carrying insulating heat shield over the struc-

tural panels. With the proper amount of in-

sulation, the load-carrying structure can be

maintained within the useful temperature range

for the material. Many different heat-shield

concepts have been proposed. In this paper one

typical design concept is described. (See ref.

8.) This typical design is indicated in figure

73-9. The shield consists of a lightly corru-

gated outer skin and then a layer of insulation.

The primary structure is shown below the in-
sulation. In the outer skin, nonuniform expan-

sion is permitted to occur across the corruga-

X_3:rI'LY CORRUGATED =

=-

FIGURE 73-7.--Interior view of structural model.

t

INSULATION

_RIMARY STRUCTURE -J ==

Fx_tTaE 73-9.--Heat-shield concept.
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FIGURE

0 I0 20 30 40
TIME, MIN

73-10.--Temperature-time history for heat
shield.

dons by an increase or decrease in the amplitude

or depth of the corrugations. In the other di-

rection, expansion is permitted through the use

of flexible supports at the ends of the corru-

gated outer sheet. The problem that must be

coped with satisfactorily is to support the outer

skin adequately so that it will survive in the
airstream and will accommodate the thermal

expansion resulting from the large temperature
differences between the shield and structure.

The aerothermoelastic environment imposed on

the heat shield is usually very severe, and stiff-

ness requirements to prevent panel flutter may

generally dictate the design. (See ref. 4.) Ade-

quate and properly spaced fasteners between the

shield and primary structure must be provided.

The performance of a typical heat shield is

shown in figure 73-10. The temperature-time

history for the shield is shown. The upper

dashed line (labeled "program") indicates a

calculated temperature-time history for a point

on the heat shield of a ment_- glider. The ex-

perimentally applied temperature was obtained

by program-controlled quartz-lamp radiators

that heated the 9-foot-square panel. The re-

sponse of the underlying structure is indicated

by the solid curves and the predicted response

by the dashed curve. Methods for predicting

structural temperatures under conditions such
as these are well established and have received

extensive theoretical study. The adequacy of

the theoretical methods is evidenced by the

satisfactory correlation between theory 'uld

experiment.

This shield consisting of the outer corrugated
sheet and attachment clips weighed approxi-

mately 1 pound per square foot. The insulation

was quartz fiber 0.4 inch thick. Note that a

temperature difference of approximately 1000 °
F existed between the shield and the internal

structure during the period of maximum shield

temperature. It is of interest to note that simi-

lar shields have been subjected to supersonic

airflow with dynamic pressures up to 3,000

pounds per square foot and to noise environ-

ment ranging up to approximately 160 decibels.
The shields have withsto_t these environments

successfully.

OTHER FACTORS THAT INFLUENCE STRUCTURAL

DESIGN

The discussion thus far has focused on struc-

tural designs for coping with the nonuniformly

and highly heated vehicles. Several other fac-

tors that have a pronounced effect on the struc-

tural design will now be considered. These in-

clude flutter, fatigue, and materials selection.

Flutter

Because it has an important bearing on struc-

tural integrity, flutter is presently recognized

as a critical problem area _or winged aerospace

vehicles. In this paper attention will be de-

voted to only one aspect of the general problem

of flutter, namely, panel flutter. Panel flutter

is of particular significance for structural sur-
faces of winged aerospace vehicles that are

fabricated from thin sheets of high-strength

high-density materials and are designed to

carry small structural loads. It is recognized

as a supersonic phenomenon, and several pres-

ent-day aircraft have recently encountered

panel flutter in flight at supersonic speeds. Let
us consider the X-15 research airplane for a

specific example. (See fig. 73-11.) The shaded

areas, including the fairing panels along the

sides of the fuselage and the vertical tail, have

been affected and modified by considerations of

flutter. (See ref. 4.) It was found that many

of these panels required reinforcements as high

dynamic pressures were explored in flight.
Panels with corrugations normal to the airflow

were particularly prone to flutter. In _iew of

the importance of corrugations for exterior sur-

face panels of aerospace vehicles, the first con-
sideration is the influence of corrugation orien-

tation relative to airflow on panel flutter.
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FI(_tmE 73-11.--Flutter areas on X-15 research air-

plane.

In figure 73-1"2 the panel-flutter parameter is

plotted against the flow angularity. In this

figure,

L panel length

GM effective panel thickness

q dynamic pressure

M Maeh number

E Young's modulus for panel material

A flow angle measured in plane of panel relative to

corrugation axes

The predicted flutter boundary is indicated by

the curve and several experimental results are

shown by the symbols. _Tlen compared with

theory, the experimental data are low. The pre-

dicted flutter boundary was obtained from a

four-mode solution of the orthotropic plate

equation by assuming two modes in each of the

orthogonal directions. (Seeref. 9.)

Figure 73-12 demonstrates the strong influ-

ence of flow direction on orthotropic panel flut-

ter. A particularly large decrease in resistance

to flutter is indicated by the theory for small

changes in flow direction from the corrugation

axis. For example, for a 15 ° deviation in the

flow direction the dynamic pressure estimated

to produce panel fl_tter is approximately one-

eighth of the magnitude indicated for zero flow

angularity. This sensitivity to small variations

in flow angularity would be of concern for vehi-

cles that operate through large attitude changes

with accompanying large variations in flow di-

rection over the structural panels.

Attention will now be directed at two addi-

tional parameters that have significant influ-

ence on panel flutter. These parameters are

2, i i̧

/ 1.6 FLUTTER

q 3 L

{, .......... J

0 30 60 90
FLOW ANGULARITY, A, DEG

FIGURF, 73-12.--Effeet of flow angularity on flutter of
orthotropic panels.

panel midplane stress and pressure difference

across the panel. The influence of these param-

eters will be discussed with the aid of figure

73-13. The ordinate is essentially the same

.panel-flutter parameter shown in figure 73-1'2,

and the abscissa is a differential temperature

ratio. The temperature increase in the panel

due to aerodynamic heating is denoted by AT

and a reference temperature that is propor-

tional to the buckling temperature for the panel

is denoted by aTR. The parameter on the ab-

seissa gives an indication of the magnitude of

the midplane stress in the panel The symbols

represent flutter points obtained from a series

of similar isoCropic panels tested in a super-

sonic wind tunnel. The open symbols establish

the flutter boundary for the panels in a flat and

unbuckled condit, ion, and the solid synfl)ols de-

fine the flutter behavior when the panels were

buckled. Note that it is possible for a panel to

±
f q

0o

._ .........PANEL

NO FLUTTER . __

I L . i I
0 I 2 3 4 5

AT

_T R

Frc, r'u_: 73-]3.--Effects of midp]_ne stress and differ-
ential pres._ure on panel flutter,
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remain flat and flutter free until some midplane

stress is developed during the aerodynamic

heating. The panel then flutters, and eventually

flutter may stop when the panel is in a buckled

condition. The data shown by the lower curve

correspond to a pressure difference across the

panel Ap equal to zero. The upper curve indi-

cates test data for similar panels that experi-

ence a pressure differential of 0.2 to 0.4 pound

per square inch acting inward on the panels.

This magnitude of pressure difference was suf-

ficient to change the flutter boundary from the

lower to the upper curve. In addition, the flut-

ter mode changed from a st,anding-wave type

for the lower boundary to a traveling-wave type

for the upper boundary. Thus, a small pres-

sure differential of approximately 0.2- to 0.4-

pound per square inch was sufficient to produce

a considerable change in the flutter mode and

a change in the flutter boundary.

Figures 73-12 and 73-13 have identified three

factors that have significant effect on panel

flutter. Theoretical predictions of panel flutter

to date do not generally show close correlation

with experimental results; however, valuable

analytical contributions are being made at the

present time. It is hoped that present studies

will be continued to improve our understand-

ing of the panel-flutter problem.

Fatigue Aspects of Winged Aerospace Vehicles

Fatigue is recognized as a potentially impor-

tant factor in the design of all modern light-

weight flight vehicles. The specific role of

fatigue in the design approach for winged aero-

space vehicles is not clear although it appears

that certain aspects such as acoustic fatigue will

be of major concern. Acoustic fatigue problems

may arise from either powerplant or aerody-

namic boundary-layer noise. Attention will be

devoted to the latter. Very little information

is available at the present time to characterize

the boundary-layer noise associated with hyper-

sonic flight. On the basis of a large number of

experiments, it appears that boundary-layer-

noise pressures on a vehicle are generally pro-

portional to the local dynamic pressures. (See

ref. 10.) Fignre 73-14 indicates the surface

pressure level of the boundary-layer noise in

,v/_: O.O06q

t40

SURFACE
PRESSURE

LEVEL, DB

120

I00 1]11 _ i l
t00 300 1,000 5,000

DYNAMIC PRESSURE,q, PSF

FIGURF, T3-14.--Boundary-layer noise pressure levels.

decibels plotted against dynamic pressures that

are of interest for winged aerospace vehicles.

The solid line is given by the indicated equa-

tion in which the term _/_2 is the mean-square
value of fluctuating pressure and q is the dy-

namic pressure. A structural-damage level line

is indicated at 140 decibels by the dashed line.

The location of this line on the ordinate depends

on the type of structural design, the duration

of the noise pressure, and other factors.

The solid curve is derived mainly from ex-

perimental data at subsonic speeds. Recent

wind-tunnel and flight tests at supersonic speeds

have indicated that the surface pressure level

may be either higher or lower as indicated by

the cross-hatched band. (See ref. 11.) Insuffi-

cient experimental data exist, particularly at

hypersonic speeds, to aid in establishing the

proper relationship between these parameters;

however, it is clear that boundary-layer noise

increases with increasing dynamic pressure. It

also appears that acoustic fatigue will become

an increasingly severe problem for winged

aerospace vehicles because of the use of high-

strength thin-gage materials coupled with con-

struction that will utilize large numbers of tiny

weld joints that are potential sources for fatigue
cracks.

The second aspect of the boundary-layer-noise
problem is associated with determination of the

structural response and estimation of fatigue

life or damage. Studies in this area are based

largely on experimental data. An example of

structural fatigue damage that is determined

experimentally (ref. 12) is given in figure 73-
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-- SPOT WELDS
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FIGURE 73-15.--Acoustic fatigue failure of corruga-
tion-stiffened panel.

15. This figure shows a corrugation-stiffened

panel utilized in an acoustic fatigue study to
establish weaknesses in the panel design. This

particular panel consisted of a lightly beaded

outer skin, a corrugated inner skin seam-welded

to the outer skin, and Z-stiffeners seam-welded

to the outer skin and spot-welded to the corru-

gations. Acoustic fatigue tests were conducted

at high noise levels for the purpose of deter-

mining the locations and types of failures. The
tests determined that initial failure occurred

in the spotwelds attaching the inner skin to the
Z-stiffeners. Skin cracks were also observed

near the end of the panel in the vicinity of the

seam welds attaching the outer skin to the
Z-stiffener. The results indicated were obtained

at room temperature.
Figure 73-16 shows the results of a systematic

series of acoustic fatigue tests that were made

on corrugated-core sandwich panels fabricated
from stainless steel. Sound pressure level is

plotted against time to failure. Test tempera-
tures of 450 ° F and 750 ° F are indicated on the

162 4_°F _25°F ri_(

ms

SOUNDPRESSURE 15LEVEL, DB 5 %_-=_;..--_'_'. .......... i

-,. i
_5a i

0 _----.- ------------ , ,........ ,
IO IOO 200

TIME TO FAILURE, MIN

F[C.URE 73-16.--Effeet of noise level and temperature
on time to failure of truss-core sandwich panel.

dashed curves. The panels were approximately

15 inches square and were subjected to sinml-

taneous heating and noise environment. The
width of the small horizontal bars indicates

the uncertainty in the actual failure time of

the panels. The test temperatures noted ad-

jacent to the bars at the top of the figure indi-
cate lifetime results obtained at different tem-

peratures at 169 decibels. These results show

that the life of the sandwich panels, as ex-

pected, was influenced by the magnitude of the

sound pressure level as well as by the tempera-
ture. The ability to predict life of complex

structural components does not exist at the pres-
ent time and considerably more effort will be

required to bring about a better understanding

of this prol)lem.

Materials Influence on Structural Design

Attention will now be directed to materials

to indicate their influence on vehicle design. It

is recognized that progress in materials has sub-
stantial influence on design and performance of

flight vehicles. Materials limitations are instru-

mental in establishing temperature limits as

well as strength and stiffness capabilities. Some

of the nlaterials problems that have direct bear-

ing on structural vehicle performance will be
reviewed.

In figure 73-17 the variations of materials

stren_h with temperature are indicated for
several classes of structural materials of inter-

est for winged aerospace vehicles. The data

shown on the left apply to tensile strengths
obtained from smooth specimens and the data

on the right were obtained from specimens

16 - xlO 5 SMOOTH

12 _-TITANIUM ALLOYS

STRENGTH _ _,,?TAINLESS STEELS

DENSITYIN. 8 _"x I ,_SUPERALLOYS

 REFRAGTOR,

-500 0 1,000 2,000 3,000
TEMP., =F

NOTCHED

_TE_7TITANIUM

LLOYS

TAINLESS

_) 1 t 11,000
TEMP., =F

Fic, u]m 73-17.--Strength of structural materials deter-
mined from smooth or notched tensile specimens.
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with external notches. (See, for example, refs.

13 to 15.) The strength-density ratio is plotted

against, temperatures ran_ng from liquid

hydrogen temperatures to 3000 ° F. Titanium

alloys, stainless steels, superalloys, and refrac-

tory metal alloys are shown. The shaded areas

corresponding to each class of materials indi-

cate the spread in tensile strength for various

alloys within each class of materials. It ap-

pears that the most efficient structural design is

obtained at liquid hydrogen temperatures, pro-

vided that it is possible to realize such

high strength-density values. The indicated

strength-density values will not be realized,

however, because of the notch sensitivity of the
material.

The shaded areas on the right indicate the

sharp notch strength which is a measure of the

sensitivity of the material to high stress con-

centrations or cracks. Data are shown only for

titanium alloys and stainless steels. Note that

at liquid hydrogen temperatures the sharp notch

strength is approximately one-half of the

smooth specimen strength. Information of this

type on the superalloys and refractory metal
alloys above 1000 ° F is practically nonexistent

at present. The large decrease in strength at-

tributed to sharp notches emphasizes the fact

that, high strengths of many materials cannot
ahvays be realized. It should be noted that

strength data obtained from notched speci-

mens appear useful for comparison purposes

among various materials; however, the meth-
ods for utilization of this information in vehicle

design are not established at the present time.

Further study of this problem appears to be
warranted.

A generally large materials effort is underway

at the present time to determine the potential of

refracto D" metals for aerospace _ehicle applica-

tions. Among the many problems that must be

overcome, oxidation of the refractory metals at

their desired use temperatures above "2000 ° F is

perhaps one of the most serious. Figure 73-18

indicates the progress that has been made in

this direction. The times that coatings will

protect refractory metals from oxid'ttion tinder

constant temperature conditions arc indicated

by the solid curves and under cyclic tem-

peratures by the dashed curves. (See, for exam-

3,500

3,000

TEMP.,
°F

CONTINI:)I_ TEST

.... CYCLIC TEST

.I I I0 I00 1,000
LIFE, HR

Fmt'aE 73-1K--Life of coated refractory metal sheet
under continuous or cyclic temperatures.

ple, refs. 16 to 19.) Results are Wen for alloys

of the four important refractory metals of in-

terest, namely, tungsten, tantalum, molybde-

num, and eolumbium. The curves represent a

generally optimistic average of test information

for several coatings including silicic, metallic

or intermetallic, and ceramic types. With the

exception of coatings for tungsten, several

commercially available coatings will yield the

type of results shown here. Coatings for tung-

sten are generally in the laboratory develop-

ment st.lge at the present time.

These results indicate that present-day coat-

ings can prm_de continuous protection of at
least 1 hour at 3000 ° F to 100 hours at "2500 ° F

and that an order of magnitude or greater de-

crease in coating life is obtained under cyclic

exposure conditions. The serious degradation

tlmt is obtained under cyclic temperature ex-

posure has direct bearing on the reusability of

refractory metal components in aerospace

vehicles. Further efforts to improve coating

1)erformance, particularly under cyclic tem-

peratures, appear to be warranted.

One item of concern regarding utilization of

coatings on refractory metals is based on the

fact that the life of large complex structural

components will generally be less than the life

obtained from small materials coupons. This

problem is indicated in figure 73-I9. Figure

73-19 indicates the test temperatures and con'e-

spending life for coated molybdenum coupons

and coated corrugated-core saadwich panels.

22



TEMP.,

PROBLEMS OF STRUCTURES FOR WINGED AEROSPACE VEHICLES

0

I 4 I0 40 100

LIFE, HR

FIGURE 73-19.--Comparison between life of coated
molybdenum coupons and life of coated molybdenum
sandwich panels.

(See ref. 90.) The coating is a commercially

available disilicide type. Life is defined as the

time at test temperature during which the coat-

ing protected the metal with no measurable evi-

dence of oxidation. The circle symbols indicate

test results from small square sheet coupons

tested continuously in slowly moving air in an

electrically heated furnace. In the temperatm_

range from 9400 ° F to 2700 ° F, a coating life of

approximately 20 hours was obtained. The

square test symbols indicate the life of two

coated strnctural specimens under similar test

conditions. The structural specimens consisted

of corrugated-core sandwich plates. The differ-

ence in lifetime may be attributed to the diffi-

culty of coating the shaq) corners and recessed

areas and to nonuniform expansion of various

parts that may cause defects in the coating.

Several other factors have an important bear-

ing on the performance and reliability of coated

refractory metals. These include protection af-

forded by the coating under dynamic airflow,

the performance of the coating under low pres-

sure simulating high-altitude environment ac-

companied by high temperatures, and a better

understanding of the protective mechanism and

the modes of failure of the various types of

coatings.

CONCLUDING REMARKS

To conclude this presentation, several re-

search areas of particular importance to winged

aerospace vehicles are noted and special prob-

lems in these areas that require further work

are indicted. Under structural concepts, fur-
ther attention should be devoted to formula-

tion of new concepts and to analytical study of

structural systems that incorporate thermal-

protection and load-carrying functions into a

single component. Further study of methods

for application of transpiration cooling to

winged aerospace vehicles should also be pur-

sued. With reference to aerothermoelasticity,

analytical studies are required to bring about

a better understanding of flutter of orthotropic

panels under aerodynamic heating. Two prob-

lems are noted under acoustic fatigue. These

include characterization of boundary-layer

noise at hypersonic speeds and development of

approaches for establishing structural response

and fatigue life. ITnder materials, the develop-

ment of methods for application-of notch-

strength information to vehicles design, the im-
provement of coatings, and better understand-

ing of protective mechanism and modes of fail-

ure of the coatings are of particular importance.
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SUMMARY

The technolo_oT, for structural design of manned and

unmanned planetary-entry vehicles is reviewed. Em-

phasis is placed on the important features of the_e

vehicles--the thermal shield and the landing system.

Basic structural and material concepts are discussed

in the light of applicable environmental conditions, and

areas for further research are suggested.

INTRODUCTION

The technology for structural design of space
vehicles whose mission includes a successful

high-speed entry into a planet's atmosphere has

had a relatively short but eventful history of

development. Knowledge has accumulated

rapidly through the practical experience gained

in the design and successful flights of vehicles

such as the Mercury spacecraft and a number

of smaller vehicles which preceded it. Flight

requirements continue to expand in the direc-

tion of higher speeds and longer and more com-

plex missions; consequently, new materials

and concepts of construction are still needed.

In this review the primary emphasis will be

placed on the unique feature of the entry vehi-
cle-the thermal shield and its integration with
structure--inasmuch as it accounts for an im-

portant fraction of the weight and of the prob-

lems in vehicle design. Because entry is not

completed for most. vehicles until a soft Jan(l-

ing on a planet's surface has been made, cur-
rent thinking regarding final letdown and im-

pact will also be briefly reviewed.

SYMBOLS

A frontal area of vehicle

C_ drag coefficient

gp, acceleration due to Earth's gravity

q heating rate

Q heat load per unit area

t time

W total weight or weight per unit area

Wsr8 system weight

WvEH vehicle weight

p density
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GENERAL DESIGN CONSIDERATIONS

Entry vehicles ale conveniently divided into

two ba_c types--the unmanned vehiole de-
sigmed for a specific research purpo_, and tile

considerably larger vehicle utilized for manned
missions. The structural approach for each
cla_ varies because of differences in size, shape,
and degree to which the internal environment
needs to be controlled.

Features of the unmanned class are shown

in figure 74-1. Characteristically, they are
ballistic bodies of relatively simple shape. The
primary structure usnally conforms to the
aerodynamic outline and a layer of ablative

material is bonded directly to it. In this man-
ner internal volume is maximized and structural

weight is held to a minimum. The principal
strnctural complication is in the form of sensor
and telemeter antenna installations. Windows

which maintain transparency at specific optical
and radio wave frequencies nmst be installed

and are not ahvays located in regions of low

heat transfer. Such installations give rise to
localized heatin_ problems and require detailed

thermal and stress analysis.

With the vehicle for manned missions (fig.
74-o,), a much wider variation in aerodynamic

configuration is encountered. They include the

ballistic as well as the lifting shapes which pro-

vide a wider entry corridor and a horizontal-

landing capability. For this class of vehicles

the primaD- pressure shell forming the cabin
does not differ substantially from current aero-

SENSOR INSTALLATION -_ M._TERiAL

I_I(_URE 74--1.--Construction
vehicle.

of unmanned entry

_ PRESSURE SHELL

SHIELD

FIc, tmz 74-2.--Construction of manned entry vehicle.

nautical practice except for the precautions
taken to maintain leak tightness. It usually
does not conform to the external lines and is

protected against entry heating by a _parate
structural component commonly referred to as
a heat shield. The space between the cabin and
the heat shield is occupied by insulation, con-
netting strue_lre, and items of equipment which
do not require storage in the controlled environ-
ment of the pressure cabin. The hatch and
window openings in the cabin require doors in
the heat shield. These cutouts in turn must be

fitted with hatches which can be opened and
closed during a mission. The associated inter-
ruptions in shield continuity are of concern dur-
ing the entry phase. In addition, large _etions
of the shield may serve as a part of the land-
ing-impact absorption system. Because of such
features the heat shield can accomlt for more

than one-half the total struelural weight of the
vehicle.

In the selection of materials and design cri-

teria for these structures, consideration is given
to a wide spectrum of environmental conditions
from initial assembly to final impact. These
considerations are illustrated in figure 74--3.

Assembly and disassembly operations must be

considered in the basic design concept because
of the demonstrated need for ea_ of access

through the structure for repair and replace-
ment of internal components. Repair of dam-

age associated with ground-handling operations
is a consideration in the choice of materials,

especially those used for the heat shield.

The tauneh phase subjects the structure to a

variety of vibratory and acoustic loadings. A
review of these loadings may be found in ref-
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port of an impact energy absorber contribute

significantly to structural weight and to final

structural arrangement..

Integration of the design inputs arising from
this sequence of environments has resulted in

structural weights that currently range from

30 to 55 percent of vehicle gross weight depend-

ing on the mission. These percentages are ap-

proximately twice those associated with aero-

nautical structures and primarily reflect the

penalty of the thermal shield required during_,_:_., ." .

:_"_'"*_' the entry phase.

FmvRz 74-3.--Vehicle design considerations.

erence 1. The critical design values of aero-

dynamic load are likely to be encountered

during launch. This is particularly true for
manned vehicles which are designed for safe

abort during any portion of the launch phase.

Possible degradation of the surface of the heat
shield due to heating during ascent requires

attention.

An exposure to space environment for ex-

tended periods places a number of constraints

on material selection. (See ref. 2.) Of most

concern is the response of the heat shield to

micrometeoroid impact and its subsequent per-

formance during entry. At ]east for missions

of short duration, the heat shield is called upon

to serve as the meteoroid bumper and its con-

struction must reflect this requirement. For

longer missions, an additional consideration in
selection of materials will be the shielding they

afford against ioni_ing radiation.

The heat shield performs its primary design

function during the entry phase. The severity

and duration of heating and loading varies

widely with vehicle type and trajectory (see
ref. 3); consequently, a large number of ma-

terial and structural concepts have evolved

(refs. 4, 5, and 6). Proper selection of materi-

als and prediction of their performance as mis-

sion times and entry speeds increase is a large

and challenging research task.

After conclusion of the high-heating and de-

celeration phase, vehicle terminal velocity is

generally too high for a survivable impact on

,_ planet's surface. Loads associated with de-

ployment of a suitable letdown system and sup-

HEAT-SHIELD PERFORMANCE

A broad picture of the role that the thermal

shield plays in determining the feasibility of

future entry vehicles is presented in fig_lre 744.

Vehicle kinetic energy, heat-shield capability,
and vehicle heat load, all expressed in Btu/lb,

are shown as a function of entry velocity. The

range of velocity shown must be considered if
exploration of nearby planets is to be carried

out. (See ref. 7.) ,Of the tens of thousands of

Btu's of kinetic energ T possessed by each pound

of the entering vehicle, the major portion is dis-

sipated in heating the atmosphere with only a
small fraction returning as a heat load on the
vehicle surface. At the lower velocities heat

transfer to the vehicle is primarily by convec-

tion, whereas at the higher velocities radiative

transfer from the highly heated shock wave

contributes importantly. (See refs. 8, 9, and

10.)
The width of the heat-load band at a given

velocity reflects differences in vehicle configura-

tion and entry trajectory. Vehicles entering
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FlouRz 74--t.--Kinetic-energy dissipation.
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on ballistic trajectories encounter heat loads

near tile lower edge of the band, whereas vehi-

cles flying lifting trajectories move higher in

the band. Detailed knowledge of the heat load

to be encountered by a given vehicle at the

higher speeds is admittedly sketchy because of

currently unresolved uncertainties in heat-
transfer mechanisms.

Heat-shield capability can be represented by

a broad band encompassing the range from

2,000 to 20,000 Btu/lb. That is, with currently
known materials, each pound of heat shield can

be expected to dispose of a certain amount of

heat energy within this range while maintain-

ing an acceptably cool vehicle interior for the

duration of the entry maneuver. The diminish-

ing separation between the bands of heat-shield

capability and vehicle heat load suggests an

increasing degree of difficulty in preserving a

useful payload margin as entry speed increases.
Observations of meteors in the Earth's atmos-

phere reveal a greatly diminished chance for"

survival at speeds in excess of 55,000 fps. (See

ref. 7.) Clearly, at. the higher speeds, vehicles

designed for minimum total heat transfer and

utilizing the most advanced heat-shield tech-

nology will be required if reasonable payload

margins are to be preserved.
Because of wide variations in the time his-

tories of heat transfer to various vehicle types,

it may be helpful to examine figure 74-5. The

stagnation-area heating histories shown are

typical for a research vehicle entering the

Earth's atmosphere on a fairly steep ballistic

trajectory and for manned vehicles making

1,500

1,ooo
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FT 2 - _

50O

0 5OO
TIME, SEC

FlouaE 74--5.--Typical heating histories.
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FIGUI_E 74-6,--Relative performance of thermal shields.

shallow-angle entries at orbital and escape ve-

locity. The associated differences in heating

rate and heating time have a substantial influ-
ence on the choice of shield material.

In the proce_ of screening applicable ma-
terials and shiel'd concepts for a given vehicle,

a constant heating-rate pulse is usually em-

ployed. A desired constant total heat input Q

can be obtained by varying the heating rate q

and time t. The weight of material required

to dispose of a given value of Q without sig-
nificant penetration of heat to the shield interior

side becomes a measure of shield performance.

The relative performance of several shield
materials (at constant, stream enthalpv_ is

shown in figure 74-6. An inverse measure of

shield weight (2/IV is plotted as a function of

the imposed heating rate q. A break in scale

is introduced to permit inclusion of the extreme

heating rates associated with the higher speed

entry problem.

At heating rates below about 40 Btu/ft2-sec,

the current limit of serviceability for nonablat-
ing metallic surfaces, an insulating shield which

disposes of heat by reradiation provides the

best performance. (See ref: I1.) Because of

fixed items of weight associated with construc-

tion of metallic-surfaced heat shields, the effi-

ciency of the system depends to a large extent

upon the total heat load. In vehicle areas where

low heating rates permit utilization of this type

of shield, a performance of the order of 9_0,000

Btu/lb can be achieved in a gliding entry of

long duration.

In the intermediate heating-rate range, a

class of materials kno,am as charring ablators

28



PROBLEMS OF STRUCTURES FOR PLANETARY ENTRY VEHICLES

has proven to provide a highly efficient ther-

mal shield. (See refs. 19 and 13.) The im-

provement in their performance over a low-

temperature ablator, such as Teflon, stems from
the fact that their surfaces are forced to a high

temperature by the insulating char layer formed

during material pyrolysis. Thus, in addition
to benefiting from the transpiration cooling

provided by the gaseous products of pyrolysis,

they dispose of a substantial fraction of the

imposed heat load by reradiation from the hot
surface.

At extreme values of heating rates, a degra-

dation in performance is estimated for both the

charring and low-temperature ablators as

shown by the extension of their respective

curves in figure 74-6. A qualitative explana-

tion for this reduction is that, at the entry con-

ditions which generate these high rates, a large

fraction of the heating is presumed to be by

radiation from the incandescent gas cap sur-

rounding the vehicle. Under these conditions
transpiration is less effective as a cooling mech-

anism. (See ref. 14.) In addition, high aero-

dynamic shear forces and thermal stresses may

inhibit buildup of an insulative char layer on

the charring ablators and thereby lead to mass

loss rates more comparable to those for the low-

temperature ablator.

A promising candidate material for the high-

heating-rate regime is graphite. (See ref. 15.)

Its high latent heat of vaporization can be used

to advantage without too gTeat concern for its

relatively high thermal conductivity which

hinders application at lower heating rates. A

number of uncertainties remain regarding the

performance of graphite under high rates of

radiant and convective heating, among which is

possible mechanical removal of material by

spalling from thermal stresses associated with

extremely steep thermal g'radients. Data on

the actual values of the heat of vaporization

over the applicable ranges of temperature and

pressure also appear to be incomplete. (An

analysis of the available data is _ven in ref.

16.) For these reasons, the performance of

graphite can only be estimated and is indicated

by the shaded area shown in figure 74-6.

A particular range of heating rates in which

marked advances in heat-shield performance

D= 35 LB/F]'3

PHENOLIC-_L_SS

p :llO LB/FT 3

I00 200 300

q, BTU/FT2-SEC

FIGURE 74-7.--Performance of charrtng ablators.

have been obtained in recent research is at the

low end of the scale where conduction of heat

through the shield to the interior is primarily

responsible for the indic./ted dropoff in per-
formance. This area is shown in more detail

in figure 74-7. Available test data for low-

density phenolic-nylon material were used to

construct the indicated band. A sensitivity to

stream enthalpy is noted with this charring

ablator because of the high degree of vaporiza-

tion obtained with nylon.

In contrast, a high-density phenolic-glass
shield showed negligible enthalpy sensitivity ]n

the same tests and provided markedly shorter

protection times because of its relatively high

thermal conductivity. Recent data gathered at

one heating rate have revealed low-density
shield compositions which show substantially

higher performance. There is no reason to be-

lieve that an end point in improvement has yet
been reached. In this connection, it should be

noted that large surface areas of manned entry

vehicles are subject to heating rates in this low

range where shielding performance depends

greatly on the material's ability to perform as
an insulator.

A cross-sectional view of a high-performance

shield is provided in figure 74-8. Here the

ablative component of the shield is seen to pos-

sess a cellular structure which provides a high

resistance to heat flow through the thickness.

Materials of this type have low strength and

stiffness and are therefore confined in ,_ fiber-

glass honeycomb matrix for local reinforce-

ment. Adequate bending stiffness is provided

by attachment to a conventional honeycomb
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"FmvaE 74-8.--Advanced shield design (low heating
rates).

sandwich panel. The panel material and gage

may be determined by the meteoroid impact

problem as well as by stiffness or strength cri-

teria. The indicated protective layer at the

surface may be necessary to provide resistance

to abrasion during ground handling and

launch, and may be required in space to obtain

desired values of reflectivity and emissivity.
Investigation of variations of the general de-

sign concept illustrated in fi_mlre 74-8 is a sub-

ject of current research.

GROUND RESEARCH

The bulk of ground research performed on

heat-shield structures to date has of necessity

been rather narrowly oriented to direct support

of specific vehicle projects. The situation is

changing, but with few exceptions little data

can yet be assembled from the open literature

for general engineering design use. The type

of work underway, however, is of interest, and

some of it is indicated in figure 74-9.

EN_TRyHEATING .... HTP_ER.V=ELO=GJTI------

STRENGTH A_ _-_:,..TEMPERATURE

..... _Y_S ST_F'TNESS...........

FIOUaE 74-9. Ground research.

Numerous organizations are conducting tests

of materials and small structural samples in

simulated entry environments. The electric arc-

heated air jet in the power range of 1 to 10

megawatts is the principal facility used for this
simulation. Numerous problems remain in de-

veloping this facility to its full capability, but

steady advances are being made in the areas

of increased stream enthalpy, Mach number,

running time, model size, and control of stream

chemistry. Facilities capable of combined con-

vective and radiative heating simulation over

certain ranges of heating rates are available at

NASA Ames and Langley Research Centers.

(See ref. 17.)

Space environmental tests in which fabri-
cated sections of heat-shield structure are sub-

jected to the temperature distributions and

cycles expected during a space journey are being
made. Radial and circumferential thermal

gradients are varied to expose areas of failure

due to thermal stresses. Adequate stress analy-

sis is usually hindered by a lack of physical-

property data for new shield materials and
by the difficulty in accurately specifying the

restraints offered by attachments between struc-
tural elements.

Some work has been accomplished on the

response of shield structures to hypervelocity

impact. Such tests need to be carried out at

various temperature levels because of marked

variations in the properties of polymeric mate-
rials with temperature. Ground facilities for

this purpose are still limited in the attainable

impact velocity and maximum particle size.
Inasmuch as the heat-shield structure can

be required to transmit loads over considerable

spans, the usual strength and stiffness tests and

analysis must be performed. Again, the tem-

perature level at which tests are carried out is

important.

In addition to the work illustrated, there are

numerous research investigations (see refs. 18

and 19 as examples) concerned with obtaining

a basic understanding of these composite ma-

terials in the many environments of concern.

These investigations, however, still leave the de-

signer short of a final proof test on a full-scale

structure with rather complete environmental

simulation. Because of test-faeilitylimitations,

30



PROBLEMS OF STRUCTURES FOR PLANETARY ENTRY VEHICLES

• CHAR DEFECTS

• DIMENSIONAL CHANGES

• BLISTERING

• BOND INTEGRITY

UNREINFORCED HONEYCOMB
RE'INFORC E ME N T

FIO, tTm_ 74-11.--Low-heating-rate problems,

F[(}URB 74-10.--Structural test specimens.

completely satisfactory proof tests on the

ground cannot yet be made, but a step in this
direction has been taken in tests of small struc-

tural models in arc-jet facilities. Two such

models are shown in figure 74-10.
The blunted cone is a one-third-scale model

of a flight research payload. With this model

the conical surface is the primary test area.

This area is of sufficient size to study failure
mechanisms associated with differential thermal

expansion as well .as the effect of discontinuities

and joints in the ablative shield. The round-
nose wedge is a water-cooled holder for a 5-inch-

square test panel. The fiat Iy,mel affords some

economy in specimen preparation. Currently,

such specimens are tested in a large-diameter

subsonic arc jet.

Views of 5-inch-square specimens tested to

determine performance of charring ab]ators at

very low heating rates are shown in figure 74-
11. Characteristic problems revealed are vari-

ous forms of char defects, gross dimensional

changes due to thermal expansion, formation

of blisters during escape of pyrolysis products,
and destruction of the bond between the abla-

tive layer and its supporting structure prior to

complete pyrolysis of the ablator. The sam-

pies displayed here illustrate the after-test ap-

pearance of two materials---one without a rein-

forcement, and one reinforced with a honey-

comb. Among other benefits of reinforcement,

it is seen that. fissures in the char h_yer are con-

fined to the honeycomb cell dimension.

Figure 74-12 shows typical results of tests

designed to explore the effects of various types
of discontinuities in shield materials. The re-

sult on the left illustrates the behavior of a ring

of _ noncharring low-temperature ablat_)r in-

serted as an antenna window through a char-

forming shield. The undercutting that was ex-
hibited was considered undesirable in the full-

scale flight vehicle, and a decision was made to
use a heavier weight of the noncharring mate-

rial for protection of the entire aflerbody.

A pattern of holes similar to that shown on
the face of the smaller specimen in figure 74-12
can arise from a need for electrical connections

through the heat shield. Lilnited tests on a

charring ablator h.tve indicated that small holes

are permissible, at least when lo('ated in areas

FIOURE 74-12.--Shield discontinuities.
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of low dynamic pressure and shear force.

However, the general problem of defining the

tolerance limits for a given shield material to

discontinuities of various types, including dam-

age caused by micrometeoroid impact, is one

warranting much more detailed investigation.

FINAL LETDOWN SYSTEMS

After an entry vehicle has passed through the

primary deceleration and heating phase and a

speed near the terminal value in a particular

atmosphere has been reached, there remains

the problem of decelerating to a safe touchdown

speed. The horizontal landing mode, of course,

implies an aerodynamically suitable design and

some preparation of the landing site. For ar-

bitrary landing terrain conditions, and for the
unmanned class of vehicles, a vertical descent

will continue to find favor. For this type of

descent both the parachute and the rocket land-

ing systems have been studied, and a comparison
of their weights is shown in figure 74-1,3.

Weight of these systems as a percentage of
vehicle weight is given as a function of plane-

tary characteristics which determine the ter-

minal velocity of freely falling bodies. Values
of this ratio or Venus and Mars are indicated

along with the value for Earth. The "green-

house model" atmosphere (ref. 9,0) for Venus

was chosen. A final impact velocity of 30 fps

was assumed for this comparison.

Inasmuch as parachute-system weight (ref.

21) is not entirely independent of vehicle size
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and weight, a 7,000-pound vehicle was arbi-

trarily chosen for the calculation of parachute-

system weight. As would be anticipated,

parachute-system weight is highly sensitive to

variations in planetary characteristics. Rocket-

system weight depends in somewhat greater

detail upon the exact kinetic and potential

energy to be dissipated and the maximum decel-
eration level. These considerations lead to a

weight band for vehicles lying within the spec-

ified limits of the aerodynamic drag parameter

W/CoA and subject to a maximmn deceleration

of 10 Earth g's.

The weight of letdown systems is seen to rep-
resent a significant percentage of vehicle weight

on planets such as Earth and Mars. For plan-
ets like Mars with a low atmospheric density,

it appears that a braking rocket could lead to

the least weight system. For celestial bodies

without an atmosphere, of course, it is the only
choice.

After deceleration to 30 fps prior to contact,

a formidable problem in landing-gear design

still remains when large differences in surface
terrain are c6nsidered. Variations in landing-

gear geometry is a subject by itself and cannot

be adequately treated here, but it may be in-
structive at least to look at the capability of

those materials which either have been used, or

have possibilities for use, as {he energy-absorp-

tion medium in various gear designs. Such a

comparison is presented in figure 74-14. (See

refs. 22 to 25.)

Energy-dissipation capability is again pre-

sented as Btu/Ib with the energy absorbed in

lAIR (IN LANDING BAG)

|HYDRAULIC FLUID (IN SHOCK STRUT)

BALUMINUM HONEYCOMB

liNICKEL STRAIN-STRAP

IIBALSA WOOD

_FRAGMENTING ALUMINUM TUBE

_COMPRESSION OF ALUMINUM BILLET

OF ALUMIN__

I I I I I
0 I00 200 300 400

BTU/LB

FIGURE 74-13.--Letdown system weight. Impact ve-
]ocity, 30 fps.

Pl(_uRz 74-14.--Energy-dissipation capabilities of
materials.
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heating aluminum to its melting point used as

a yardstick. The energy absorbed by the com-

mon working media, air and hydraulic fluids in

their confining structures, is seen to be quite

small in relation to the work done in crushing

or deforming solid materials. Honeycomb,

strain-straps, and balsa wood have ah'eady been
incorporated in vehicle-impact absorption sys-

tems. The work done in fragmenting an alu-

minum tube begins to approach that done in

straight compression of an aluminum billet, and

offers controllable values of decelerating force.

Simple devices which give controlled frag_nen-

ration at predictable force levels have been

developed. In view of the disparity between

current capability and that which may be

achievable, further research on impact absorp-

tion appears to be warranted.

CONCLUDING REMARKS

For heat shields, new concepts in materials,

fabrication process, and integration with struc-

ture are needed to cope with the wide variety of
environmental conditions encountered in an ex-

tended flight mission. Ultimately, ease of re-
furbishment for successive missions will become

an important requirement.

Along with advances in concepts more atten-

tion needs to be given to stress-analysis methods

appropriate to shield materials and configura-
tions. The problem becomes more difficult when

PLANETARY ENTRY VEHICLES

thermal degradation of material prol)erties ac-

companying the beating is included in the

analysis.

Research on space environmental effects on a

variety of materials has been proceeding for

some time but little information is yet available

on the materials of particular interest in hea{-
shield construction.

Response of materials to extreme rates of

radiative heating needs to be explored in much

greater detail. Also, shield design concepts

which are effecti re in either reflecting or absorb-

ing high radiant rates must be sought.

Testing methodolog-y for heat shields is de-

veloping slowly. Research on techniques lead-

ing to reproducible and more generally usable
engineering data are needed. The source of

this problem probably can be traced to the fact
that standardization of test methods is difficult

in a technology- with rapidly changing require-
mellts.

With respect to landing systems, concepts

other than some form of parachute may be ap-

propriate if a letdown to the surface of plal)ets

with lower atmospheric density is to be nmde

efficiently. The use of braking rockets appears

promising for manned vehMes but would pose

numerous problems in unmanned missions. For

these missions, more promise may lie in the de-

velopment of highly efficient techniques for

absorbing the energy of higher velocity landing

impacts.
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SUMMARY

The factors whi(.h influence the selection of the

configuration nnd design feai-ures of Slmeecraft fire

reviewed. Tim multiplit.iiy of (.onfigur.ltitms whi(.h

result for the various mission objectives are ex-

emplified by selected vehicles representative of com-

pact, (lepl%vnhle, and inila{able structures. Problems

unique to the design of these c(mfigm"ltion types and

general problems associated with the launch environ-

meat and space hazards su(.h as vii)rations, micro-

meteoroids, and thermal balance are discussed. The

paper concludes with a discussion of techni,llmU for

achieving sterilization, and summarizes the problem

areas where further research appears timely alld

appropriate.

INTRODUCTION

During the past 5 years great strides have

been nmde in space flight, and to date nearly

100 spacecraft have tx_en placed into orbit. The

spacecraft lannched during these flights varied
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substantially in mission, cont:i_mltion, :rod size.

All of them, however, had a common purpose--
to furnish more and bei{er information on the

nature of the earth, the extraterrestri,d bodies

which surround it, and the hostile regions of

space in between.

Another thing in common among nil these

spacecraft is _he fact that they represent the

state of the art in man's capability to build effi-

cient lightwei_'ht manned and umnanned struc-

tures which have a high prol)al)ility of with-

standing the launch environment and yielding

useful scientific data. It is the purpose of _his

paper to summarize .this state of the art by

reviewing some of the more important factors

which influence the selection of spacecraft con-

figurations and their structures, and to indicate

problem areas in need of further study.
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FACTORS WHICH INFLUENCE THE SELECTION

OF SPACECRAFT CONFIGURATIONS

The primary factor in the selection of the

configuration of a spacecraft is its mission, and

the complexity of the miasion usually dictates

the complexity of the spacecraft. As an ex-

ample, Echo I, the 100-foot-diameter balloon

shown in figure 75-1, is relatively simple since

it was designed primarily to serve as a passive
communications satellite and therefore needed

only to provide a reflective surface for radio
waves. The balloon was constructed of a thin

Mylar film coated with vapor-deposited

aluminum. It was launched on August. 12,

1960, and is still in orbit. During launch it

was packaged in a sphere which had a diameter
of 28 inches.

Fm_TR_, 75-1.--Echo I (100-foot-diameter Mylar bal-
loon).

The Apollo lunar excursion module, illus-

trated by the mockup shown in figure 75-2, is

perhaps the best example of a complex space-

eraft. A vehicle such as this must provide man

with transportation to and from the lunar sur-

face. Consequently it must incorporate the

necessary life support systems to protect him

from the extreme vacuum and temperature

enviromnent, and it must be desi_ed to land

and take off from a surface having poorly

defined properties. In the latter respect, the

design of the landing gear is a critical factor.

There are many other factors which have

great influence on the selection of the confi_lra-

Fmvaz 75-2.--Apollo lunar excursion module.

tion, such _s launch-vehicle capability, on-

board power requirements, c_)mmm_ication re-

quirements, and thermal protection for those

spacecraft which are designed to reenter the

earth's _tmosphere.

MULTIPLICITY OF CONFIGURATIONS

The aforementioned requirements as well as

the designer's preference result in a host of

._acecraft configurations. Each of these con-

figurations has its own advantages and inherent

problem areas. It is possible, however, to

classify spacecraft as they now exist into three

rather broad types: compact, deployable, and
inflatable. An attempt will be made in the fol-

lowing paragraphs to point out some of the

pertinent characteristics and problem areas of

each type.
Compact Spacecraft

It. is possihle to design many spacecraft as

compm't units. Examples of such vehicles are

Vanguard, Explorer, Tiros, and the Telstar

spacecraft shown in figure 75-3. From the

dynamicist's viewpoint, such desi_ls are highly
desirable because it is much easier to control

their structural response during the launch

phase.
One of the more difficult problems with com-

pact spacecraft is the provision of adequate
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power in the allotted space for long-term opera-
tion of scientific instruments. Another im-

portant factor is ther_nal balance.

Deployable Spacecraft

The term "deployable spacecraft," as used

herein, denotes those whose major components

remain folded or constrained during launching

and then are deployed to en,_ble the spacecraft

to perform its mission. There is little doubt
that this class of vehicles represents those which

have both the gTeatest versatility and the most

difficult design problems. Tlle Surveyor space-

craft shown in figure 75-4 is a typical example.

A brief look at such a spacecraft readily
reveals a complex structure which consists of a

combination of trusses, panels, hinges, plates,

and so forth, and which is surely mllike any
conventional airborne vehicle. In order to

analyze such a structure to obtain its static and

dynamic stresses and motions, one must resort

to the fundamental concepts and develop the

theory for each such vehicle. It is apparent FmCl_E 75-3.--Telstar spacecraft.

I?IOURE 75-4.--Surveyor spacecraft.
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that such structures are highly redundant _nd

contain many degrees of freedom, a combina-

tion which makes dynamic analysis a difficult
task.

Another good example of a deployable space-

craft is Nimbus, shown in figure 75-5. This

spacecraft can be used to illustrate several key

FIGVP_ 75-5.--Nimbus spacecraft.

structural design problems. The first of these

is associated with the large, solar panels which

are necessary to provide the on-board power re-

quired. YVhereas some spacecraft, such as those

used to measure cosmic dust and radiation, may

be space oriented, others designed to continually

monitor a target must be oriented toward the

earth or the planets. Nimbus, which is designed

to photograph the earth's surface and cloud

cover, is earth oriented, and consequently the
solar panels are rotated relative to the remainder

of the spacecraft once during each orbit in order

to remain essentially perpendicular to the sun.

This is necessar 5, to maximize the absorption of

solar energy by the panels. The need for panel
rotations, together with the need to fold the

panels for launch, introduces moving parts and

associated mechanisms which inherently reduce

spacecraft, reliability.

Nimbus may also be used to illustrate the ap-

plication of closed-cycle pneumatic shutters for

temperature control of critical instrumentation

components--in this case the instrumentation

in the sensor ring at the base of the spacecraft.

As the temperature in the compartments in-

creases above the desired levels, the shutters

open automatically and the heat is radiated to

spa_e.

Inflatable Spacecraft

Perhaps the best known example of an inflat-

able spacecraft is Echo I (shown in fig. 75-1).

Currently NASA is in the process of developing

a so-called rigidized balloon which will be 135

feet in diameter. This balloon, known as Echo

A-12, is shown in fig_lre 75-6. The skin is a soft-

aluminum Mylar sandwich. The rigidization

FIGURE 75-6.--Echo A-12 (135-foot-diameter rigidized
balloon ).

process consists of stressing the aluminum in the

shell beyond the yield point during inflation

so that the wrinkles formed during the manufac-

turing and folding process (it is stored during

launch in a spheroid having a maximum diame-

ter of 40 inches) are permanently removed.

Such techniques require careful control of the

pressures involved and necessitate the use of

sublimating materials such as benzoic acid.

DESIGN CONSIDERATIONS AND PROBLEM

AREAS

Previous sections of this paper have presented

a genera.] discussion of some of the factors which

influence the selection of spacecraft configura-

tions and indicated some of the general problem

areas. Subsequent sections are devoted to a

more detailed study of problem areas and some

of the design concepts which have been used or

proposed for their solution. The first item to be
discussed is inflation.

38



PROBLEMS OF STRUCTURES FOR SPACECRAFT

Inflation

During the first vertical test shot of the 135-

foot balloon, it failed during the unfolding

process. Subsequent analyses indicated that the

rate of inflation was probably too high to allow

the thin skill to carry the inertia loads imposed

by the unfolded portions and the attached bea-

con and solar-cell modules during inflation.
The analysis and associated tests also indicated

that, had the balloon withstood the initial un-

folding conditions, it probably would have

failed during the final phase of inflation when

tile skin had to arrest the 6-pound beacon assem-

bly, which would then have been traveling at a

velocity estimated at about 70 feet per second.

As a result of these analyses, which involved

the solution of transient stresses in a highly
nonlinear membrane, and the associated tests,

a system of patching reinforcements was

evolved and applied to the balloon. These re-

inforcements, plus a reduction in the rate of in-

flation to achieve a final velocity of about 40

feet per second during the final phase of in-

flation, resulted in a spacecraft which inflated

satisfactorily during the second vertic_tl test
shot.

Additional research is necessary to improve

inflation techniques and to define adequately

the dynamics and associated forces during the

inflation process.

Lightweight Structural Components

The continued development of materials and

fabrication techniques which possess high

strength-to-weight ratios and can withstand the

space environment is necessary to maximize

spacecraft capabilities. The need for high-

strength lightweight structural panels for sup-

port of solar cells is illustrated by inspection

of any of the current types of spacecraft, par-

ticularly the deployable configurations such as
Surveyor and Nimbus. In the construction of

solar panels, for example, it is extremely de-

sirable to have high rigidity per unit weight

to provide adequate support for solar cells. As

a result these structures are being constructed

of honeycomb sandwiches. Although the cur-

rent technology for the construction of uniform

sandwich panels is good, the technoloKy for con-

structing tapered panels with various joints and

cutouts leaves much to be desired as evidenced

by joint and bonding failures in recently con-

structed hardware. Both joint formation and

l)onding are subject to improvement by further

study. As an example, the weights of adhesives

in some recently constructed sandwich beams

and panels constituted from '2 to 14 percent of

the total weight.

In recent ye'/rs, considerable attention has

been given to the development of waffle-stiffened

panels which .are formed by them-milling, ma-

chining, rolling, and forging processes. Fig-

ure 75=7, taken from reference 1, shows the rela-
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l_'I(_UaE 75-7.--Weight-strength comparisons for alumi-

num-alloy shells in bending.

tire weights of such structures when used as

cylinders to carry bending loads. The specific-

weight index is shown as a function of a struc-

tural index which is proportional to the bend-

ing moment dMded by the third power of the

radius. The obj_t, of course, is to design a

cylinder so that the allowable bending stren_h

approaches the compressive yield strength.

The results of the theoretical study shown in

figure 75-7 indicate that the sandwich is sub-

stantia]ly superior to the waffle as well as to

other types for low values of tile stress index.

However, recent experimental results indicate

that shells with skin-stringer stiffeners may be

designed to be more competit ire than indicated

by the figure.

Launch Environment

All types of spacecraft are sub.iect to the
severe shock and vibration environment im-

posed during the handling and launch phases.
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The generM problem is discussed in some de-

tail in the literature, reference '2 for example.

The major sources of vibratory forces during
launch are as follows :

Engine-ignition shocks

Pulsations of engine thrust

Turbine chugging

Rocket-engine acoustic pressures

Boundary-layer noise

Fuel sloshing
Control forces

Nonstationary aerodynamic forces

Unbalance of spinning components

Engine burnout and staging shocks

These nonstationary forces generally have a

more pronounced effect on deployable space-
craft because of the fact that the effective

lengths of the structural elements between sup-
ports for these vehicles are such that the na-

tural frequencies of the spacecraft generally

correspond to the high-energy input frequen-
cies. The conditions of resonance which result

lead to high-amplitude structural responses,

high stresses, .and excessive accelerations of the
on-board scientific instrnments.

An example of the complexity of the prob-

loin is shown by figure 75-8, which presents the

frequency responses of a l_-scale dynamic

model of the Nimbus spacecraft. The curves

show the amplification f_tor, which is the ratio

of the motion at the bottom of the paddle to the

motion provided by the exciter to the base of

the spacecraft, as a function of excitation fre-

quency. The upper curve is for paddles which

40

20

IC

AMPLIFICATION
FACTOR

EPOXY_NT

\

P_

.6 _DA_G
TAPE

•4 :v_

"30 I0 20 30 40 70
FREQUENCY, CPS

FmuaE 75-8.--Frequency response of Nimbus solar
panels (1/o-_'ale dynamic model ).

are formed by bonding aluminum sheets to a

balsa filler by use of conventional epoxy cement.
The lower curve is for the same basic type of

construction except that the bonding material

was replazed by a viscoelastic damping tape.

The data emphasize three significant points.

The first is that very high amplifications do
often exist for such structures. The second is

the existence of many structural resonances over

a narrow frequency spectrum which extends to

quite low frequencies. The third is that the

response of such structures to nonstationary

forces can be substantially improved by use of

damping materials wherever possible.

The excitation forces are generally random
functions of time with associated wide-band

frequency spectrums as illustrated by the esti-

mated sound pressure levels in the vicinity of

the payload of the C-5 launch vehicle. Figure

75-9 shows the sound pressure levels outside

the payload shroud as a function of frequency
in octave bands. These fluctuating pressures,

which result from boundary-layer buildup and

flow breakdown around the shroud, have esti-

mated peak values of approximately 157 deci-
bels and result in an overall noise level of about

162 decibels.
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FIGL'RE 75--9.--Estimated aerodynamic noise pressure

levels around payload of C-5 at maximum dynamic

pressure.

The estimated maximum sonic-induced vi-

brations of a C-5 payload which would result

from the acoustic pressures in figure 75-9 are

shown in figure 75-10. These vibrations, which

may be considered to be applied to the mount-

jng base of the spacecraft, are of the order of

8g at frequencies above 100 cps. This is also

the order of maguitude of the vibration levels

imposed on spacecraft by other launch vehicles.
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Fmuem 7.)-10.--Estimated maximum sonic-induced vi-

bration around payload of C-5 at maximum dy-
namic pressure.

The design of a complex spacecraft.to with-
stand the vibration environment is definitely

not an easy task, but certain basic ground rules

may be employed to good advantage. Tile first
objective should be to isolate the spacecraft, or

the critical components thereof, from the launch
vehicle to minimize resonant responses of the

spacecraft to high-frequency input motions. It

is significant, in this respect, that the inputs to

the spacecraft are primarily motion inputs and

not force inputs.

The second objective is to introduce adequate

damping into the structure by use of structural

members which are inherently damped by in-

corporation of viscoelastic materials. Addi-

tional damping may then be applied as required

by the use of discrete dampers.

The third objective, which should be started

early in the spacecraft design ph_e, should be

to determine the general dynamic or frequency

response of the spacecraft by tests of simpli-

fied dynamic models, and to determine the fre-

quencies and mode shapes of the principal nat-

ural modes. A knowledge of the mode shapes

will indicate areas where distributed and con-

centrated damping forces may be applied to

best advantage. It will also indicate nodal

points where sensitive components may be in-

stalled for minimum response at critical fre-

quencies. Dynamic-model tests have been em-

ployed to advantage for studying aircraft dy-

namics for many years and there is good rea-

son to believe that they are equally applicable

to spacecraft.

Several research areas which appear fruitful

suggest themselves. These include the devel-

opment of efficient lightweight structural ma-

terials having high fatigue resistance and struc-

tural damping, the development of _nalytical

procedures for analysis of complex structures,

and--perhaps of greatest importance--the de-

velopment of highly compact and reliable in-
strumentation for the acquisition of in-flight

vibration and acoustic environmental data.

Micrometeoroids

Any spacecraft which is designed to operate

outside the earth's atmosphere for an appreci-

able length of time is subject to damage by

micrometeoroids. The magnitude of the prob-
lem in terms of the flux and associated energies

is presented by Davis in paper no. 67 of this

compilation (ref. 3). During the past few

years three general lines of research activity
have been followed to obtain solutions to the

micrometeoroid problem. The first consists of

measurements of the flux by placing impact

sensors on spacecraft. The second consists of
the determination of the magnitude of the haz-

ard associated with this flux by laboratory im-

pact experiments with hypervelocity guns. The

third, related to the second, consists of studies

to evolve spacecraft structures which have a

high probability of surviving anticipated

micrometeoroid impacts.
The state of the art for solutions to the micro-

meteoroid problem is perhaps best illustrated

by examining methods proposed recently for
constructing a possible manned space station,

shown in figure 75-11. This space station, in

its deployed configuration shown on the left,

LL PANELSLIVING , TELESCOPING

MODULES ACCESS SPOKE

APOLLO -TYPE
DOCKING FACILITY

FERRY VEHICLE

Y
65 FT

IO5 FT

FI,ImE 75-11.--Proposed manned space station. Di-
ameter, 150 feet; area, 17,000 square feet.
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has a diameter of 150 feet, an exposed area of

about 17,000 square feet, and an assumed launch

weight of about 170,000 pounds. (See ref. 4.)

As a result of basic research studies, which show

the desirability of utilizing a micrometeoroid

bumper, Zender and Davidson (ref. 5) have

suggested the structure shown in figure 75-12

for the tubular modules of the space station.
The fundamental feature of this structure is

the apportionment of basic structural materials

in three layers, the outermost layer having a

i

FzovaE 75-12.--Basic structure of space-station module.

thickness of t/5 and the other two layers each

having a thickness of 2t/5. With this arrange-
ment, the outer skin and filler serve as an im-

pact bumper which breaks up the impacting

body into smaller parts and effectively disperses
the material over an area sufficient to reduce

substantially the pointwise impact loads on the

honeycomb sandwich, which is the primary
load-carrying structure. The two thicknesses

required are those which would yield a 50-per-

cent probability of no penetrations per year of

the entire space station according to the current

low and high estimates of the flux.

The importance of developing adequate tech-

niques for sealing micrometeoroid punctures in

manned spacecraft is illustrated by figure 75-

13, which shows the relative weight of the shell

of the space station under discussion as a func-

tion of the probability of exceeding N punctures

per year. Note that for a given probability of

exceeding N punctures in a year, the weight

drops sharply as the number is increased from

0 to 5. Note also that if the design is such

that there is a 50-percent probability that no

RELATIVE
WEIGHT

4_
t

2

tax._// A__E
IE

0 -- .......... -F

.5 .05 .005
PROBABILITY OF EXCEEDING N PUNCTURES

__ FZGWaF, 75--13.--Effect of allowed number of punctures
per year.
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punctures will occur in a )-ear, the probability

of exceeding 5 punctures per year will be very
small.

Thus it appears that research in several areas

needs to be continued to optimize solutions to

the micrometeroid problem. These include

better definition of the flux, development, of

techniques for accelerating particles to micro-

meteoroid velocities for laboratory impact tests

(current laboratory techniques yield velocities

which approximate only the lower threshold

of micrometeoroid velocities), and the develop-

ment of reliable techniques for sealing punc-
tures.

Life Support

A great deal of stud)' is now being given to

the establishment of the necessities for sup-

porting man in space and to the development

of necessary hardware. The basic areas of
concern are summarized in reference 6. These

include carbon dioxide removal, oxygen alp-

ply, water reclamation, food supply, and waste

disposal. Since the problem areas are not pri-

marily structural desigu, the discussion of the

problem is limited here to the observation that

the life support systems which meeL these re-

quirements must also endure the severe shock

and vibration environments during launch.

Thermal Balance

The maintenance of spaceer'_ft structures at

approximately earth ambient temperatures dur-

ing flight is currently achieved by two princi-
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pal methods. The first consists of applying

various types of coatings such as gold leaf, gold

plate, or corrosion-resistant paints to the sur-
face to control the ratio of the heat absorbed by

the structure to the heat rejected or reradiated

to space. This is the reason for the spots on

the 12-foot balloon shown in figure 75-14. This

balloon, known as Project Beacon, was launched

into orbit to measure atmospheric density in the

ionosphere.

FIGURE 75-14.--Project Beacon (12-foot-diameter My-
lar balloon).

The second method, which consists of pro-

viding shutters over critical temperature areas,
was described in connection with Nimbus.

From the research point of view, one of the

most interesting aspects of thermal control is

the development of materials which become

thermal radiation absorbers at low tempera-

tures and thermal radiation reflectors at high

temperatures. The coating of a reflective sur-

face with paraffin is an example. When the

temperature of the surface is below the melting

point of the paraffin, the surface is opaque and

absorbs radiation. However, when the par-

affin melts, it becomes clear and the incident

radiation passes through the film and is re-

flected by the subsurface. The development of

better lightweight, reliable coatings or other

adequate simple procedures for thermal bal-

ance is surely a matter of high priority.

Spacecraft Power Systems

There are several ways to obtain power for

operation of on-board spacecraft systems. The

literature (refs. 7 to 9, for example) contains

summaries of the potential capabilities of var-

ious systems.
Batte D • systems may be considered competi-

tive for spacecraft power requirements meas-

ured in terms of hours, and for orbital vehicles

which operate while in the earth's shadow re-

chargeable batteries may be necessary to supply
a continuous source of power. However, for

spacecraft operation times measured in terms
of months or years, either a means must be

provided to absorb energy from solar radiation
and convert it into electricity, or some form of

nuclear system must be considered. The solar-

cell system is the only one which is advanced to

the point of being readily available. This is
the reason for the dominant arrangement of

solar panels on current spacecraft. A number
of small solar-cell systems have been employed

with good success in spacecraft, and systems

having a capacity of about 500 watts are now

under development.
The current state of the art in the develop-

ment of spacecraft power systems may be sum-

marized by the fact that, for an earth-orbiting

spacecraft, an average of about 200 square feet

and "200 pounds of solar panels are required for

the generation of 1 kilowatt of power. Nickel-
cadmium batteries for electrical storage aver-

age about 250 pounds per kilowatt-hour.

The lightweight concentrator concept looks

promising for future long-range spacecraft
such as those to go to Venus and Mars. Figure
75-15 shows five of the many types of solar col-

=
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FlaVR_ 75-15.--Types of solar collectors.
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lectors which are now being considered. All of

these employ aluminum reflector surfaces and

have been developed to the point where quanti-

tative data are available to evaluate their capa-

bilities. (See ref. 10.) Figure 75-16 shows the

specific power, measured in watts per pound,
for the models which have been constructed and

tested to date, and the umbrella and inflatable

collectors appear substantially better than other

types in this respect. There are other factors

such as absorber temperature, however, which
are also significant.

SPECIFIC
POWER,
W/LB

t,600

1,200

8OO

4OO
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ABSORBER TEMP, °R

FIGURE 75-16.---Characteristics of solar collectors.

All of these collectors pose problems in pack-

aging for launch and deployment in space to

maintain the desired geometry for efficient

energy absorption. Much work in this area re-
mains to be done.

Radiation

During the past. few years a great deal of

study has been given to the free-space and

trapped radiation which surrounds the earth.

This subject is presented in some detail in ref-

erence 3. Since this i_ primarily a materials

problem, the reader is referred to that paper

for a summary of the state of the art on the sub-

ject. It should be pointed out, however, that

the high weight of shielding necessary to pro-

tect man from the radiation in the Van Allen

belts or from major solar-flare radiations is a

difficult problem. Other means for shielding

the spacecraft, such as the establishment of

strong electronmgnetic fields to deflect the radi-

ation, have not progressed to the point where

they appear promising. The better approach

currently is to avoid the radiation belts and

select flight times which correspond to minimum

solar-flare activity.

Lubrication in Space Environment

Another problem area, particularly pertinent

to deployable spacecraft, is lubrication. Since

common lubricants which have hydrocarbon

bases are highly volatile and tend to oxidize or

freeze in the space environment, other types

must be employed (ref. 11). In general, liquids

which will stand up in space are poor lubricants.

One of the better methods of lubricating ball

bearings is to encase them in a retainer ring of

fiber-glass-reinforced Teflon, impregnated with

molybdenum disulfide, and let them run dry.

(See refs. 12 and 13.) Reference 14 presents

a good summary and bibliography.on the use

and limitations of inorganic dry lubricants.
Another method of achieving dry lubrication

consists of metal plating. Reference 14 indi-

cates that good results have been obtained for

ball bearings plated with either gold or silver
in that lifetimes of several hundred hours have

been achieved at vacuum levels of the order of

10 -7 torr.

Another related problem for flights involving

long exposure to the space vacuum is the pos-

sibility that the oxides and nitrides which pro-

hibit seizure during contact of mating parts

during atmospheric exposure may boil off in

space and permit vacuum welding to take place.

The results of studies presented in reference 15
and elsewhere indicate that this is a definite

possibility and should be further investigated to

assure the possibility of achieving separation

of spacecraft components as required.

STERILIZATION

The NASA has a policy which requires that

any spacecraft having a significant probability

of encountering an extraterrestrial body be ster-
ilized to a level of severity and len_h of time

necessary to kill all living entities. This policy

is maintained because of concern over the pos-

sibility of contaminating extraterrestrial bodies

with earth life or prelife forms and the con-
tamination of earth with extraterrestrial life

forms. Although it is not expected that life

will be found on the moon, there is the possibil-

ity that the scientific opportunities for study
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of cosmic materials may be substantially com-

promised by pollution of the lunar atmosphere

and surface. In the case of Mars and Venus,

there is a possibility that a nutrient environ-

ment adequate for the support, of biological life

exists, which conld result, in an exponential

growth of transplanted organisms. The im-

plications of such contamination are certainly
a matter of concern to United States scientists

and, according to reference 16, are also of con-
cern to Soviet scientists. Further consideration

of these implications is beyond the scope of

this paper; however, appropriate discussions

may be "found in references 17 to 19. The pri-

mary objective here is to point out the require-

ment for sterilization, to enumerate methods

for its achievement, 'rod to indicate some of the

associated problem areas.

It may be thought that, the extreme environ-

ments of flight to the moon or planets, such as
ultraviolet radiation from the sun, the high

vacuum of space, and the extreme temperatures

and gas environments of the surface, are such

that adequate sterilization is inherent. As

pointed out in reference 17, such is not neces-

sarily the case and positive steps to achieve

preflight sterilization are indicated.
Procedures for sterilizing spacecraft may be

summarized as follows:

(1) Heat soak at 1_5 ° C for '24 hours

(9) Expose to ,/ radiation at 10 r roentgens

(3) Use liquid sterilizing additives to non-

metallic components

(4) Use surface sterilizing agents

(5) Conduct assembly operations in sterile
environment

(6) Expose to mixtures of ethylene oxide

and Freon-12 gases

Each of these methods suggests compromises
which must be considered in the selection of

spacecraft materials and techniques of fabrica-

tion and _sembly.

Al! known living organisms are destroyed

by exposure to dry steam at 160 ° C for 20 min-

utes. Since structural deficiencies of many

spacecraft materials occur under these condi-

tions, a compromise to 125 ° C for 94 hours is

selected, which still may be too severe for many

materials employed in bonding agents, seals,

semiconductors, and batteries.

A second approach is to subject the spacecraft

components to ,/ radiation dosages of 10 r

roentgens. Such radiation dosages, however,
are known to be destructive to some plastics.

In the construction of spacecraft structures,

it is particularly desirable to use substances

such as sporicidal resins and to avoid substances

of biological origin such as casein glue and
shellac.

The addition of liquid sterilizing agents to

nonmetallic components can be used to prevent

the entrapment of live microorganisms during

potting and molding processes. Similarly,

liquid sterilizing agents may be used in local

assembly areas such as bolt and rivet holes

which may be sealed during the assembly proc-
ess and therefore not. be reached during the

final overall sterilization process. During im-

pact on the lunar and planetary surfaces, such

areas may be exposed by structural failures

which m_y have no destrnctive effects on living

microorganisms.

Among the more effective and readily ap-

plied means of sterilization is the conduction

of assembly operations in a sterile environment,

followed by exposure to ethylene oxide and

Freon-19 gas mixtures for a period of about
6 hours. After the sterilization process, the

spacecraft or its components may be stored in

metallic or plastic containers under continuous

partial pressures to preserve sterility until
launch. This technique is discussed in detail

in reference 90 .and the appendix of reference

19.
CONCLUDING REMARKS

Several _actors which influence the design

of spacecraft have been pointed out and some

of the problems have been discussed. The ma-

jor areas in which basic and applied research

would be particularly timely and appropriate

areas

(i)
(2)
(3)
(4)

(5)
(6)

(7)

follows:

Advanced configurations

Inflation dynamics

Dynamic response during launch
Micrometeoroid flux and shielding re-

quirements
Thermal balance

Radiation

Lubrication and vacuum welding
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(8) Sterilization

It should be noted that these problems include
the need for additional and better facilities for

simulation and study of space hazards such as

radiation and micrometeoroids. Particular at-

tention should be given to a more accurate eval-
uation of the natural levels of these hazards in

the space environment.
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